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Abstract
Aeroacoustic emissions were identied as a primary concern in the public acceptance
of wind turbines. A review of literature involving sound localization was undertaken and
led to the design of two microphone arrays to identify acoustic sources. A small-scale ar-
ray composed of 27 sensors was produced with the intention of improving the quality of
sound measurements over those made by a single microphone in a small, closed-loop wind
tunnel. A large-scale array containing 30 microphones was also implemented to allow for
measurements of aeroacoustic emissions from airfoils and rotating wind turbines. To mini-
mize cost and pursue alternative sensor technologies, microelectromechanical microphones
were selected for the array sensors and assembled into the arrays on printed circuit boards.
Characterization of the microphones was completed using a combination of calibration
techniques, primarily in a plane wave tube.
Array response to known sources was quantied by analyzing source maps with respect
to source location accuracy, beamwidth, and root mean square error. Multiple sources
and rotating sources were tested to assess array performance. Following validation with
known sources, wind tunnel testing of a 600 watt wind turbine was performed at freestream
speeds of 2.5 m/s, 3.5 m/s, 4.5 m/s, and to 5.5 m/s. Signicant aeroacoustic emissions
were noted from the turbine in the 4.5 m/s and 5.5 m/s cases, with an increase of up to 12
dB over background levels. Source maps from the 5.5 m/s tests revealed that the primary
location of aeroacoustic emissions was near the outer radii of the rotor, but not at the tip,
and generally moved radially outward with increasing frequency. The azimuthal location
of the greatest sound pressure levels was typically found to be between 120◦ and 130◦
measured counterclockwise from the upward vertical, coinciding with the predicted location
of greatest emissions provided by an analytical model based on dipole directivity and
convective amplication. Analysis of the acoustic spectra, turbine operating characteristics,
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Sound emissions are one of the primary concerns in the public's acceptance of the widespread
use of wind turbines. With the increasing installation of wind farms as an alternative en-
ergy source, public awareness of wind turbines is also increasing. In an eort to reduce the
impact of wind farms in developed locations, stricter standards are being put into place for
turbine siting, requiring that the emissions from turbines are suciently quiet at ground
level receptors, such as homes, businesses, or other public areas [1]. These standards typ-
ically impose limits on the allowable sound pressure level or force mandatory setbacks on
the minimum distance from a turbine to any receptor. The design of wind farms is al-
ready considerably challenging since they must be located in areas with high wind speeds,
suitable topography, available land, and close proximity to existing electricity transmis-
sion infrastructure. Incorporating strict requirements on allowable sound emissions adds
further challenge to the implementation of an operating wind farm. Meeting the require-
ments of the regulations can involve reducing the number of turbines in the wind farm or
decreasing the noise levels by decreasing the rotational rate of turbines to lower tip speeds
at the expense of power production and protability. In order to meet the increase in
demand for wind energy while meeting the requirements of the regulations, eorts must
be concentrated on improving turbine design to reduce sound emissions.
While wind turbines exist in a number of forms, this thesis deals explicitly with three-
bladed horizontal-axis wind turbines. Wind turbines have a wide range of sizes consistent
with their application. Turbines for residential or remote charging applications can have
rotor diameters as small as 1 metre while wind turbines involved in commercial power
production can have rotor diameters on the order of 100 metres. Regardless of the size,
the same principles of power generation are employed. The turbine blades are composed of
airfoils of varying shapes and sizes along their length and are responsible for producing lift
from the ow of air. The lift force creates a torque which is used to drive a generator for
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power production. As a rotating machine with many moving parts, wind turbines produce
sound emissions as a by-product of their power production.
There are two main emission sources: mechanical components and aeroacoustic sources
due to ow interacting with the blades. Mechanical contributions originate from the various
moving components in the nacelle, such as gearboxes, cooling systems, and generators, but
emissions from these sources can be reduced by soundproong the nacelle and by ensuring
proper maintenance of moving parts [2]. Importantly, aerodynamically generated sources
are the dominant source of emissions [3]. A number of aeroacoustic mechanisms have been
identied, including ow interactions between the blade and tower, stall noise, tip noise,
in-ow turbulence noise at the leading edge, and trailing edge noise [2].
In order to study the various sound generation mechanisms from a wind turbine, it
is often advantageous to eliminate uncontrollable parameters encountered in eld testing
such as variations in wind direction, wind speed, turbulence, and background noise. Wind
tunnel testing oers a suitable alternative to eld tests as it enables highly repeatable
test conditions, enabling acoustic testing with microphones in a controlled environment.
However, it is unfeasible to perform wind tunnel testing on a commercial size wind turbine.
Wind tunnel tests are therefore primarily conducted using scale models.
Even when controlled conditions are employed, measurements of a sound eld per-
formed with a single microphone can be limited in their ability to suppress background
noise or distinguish contributions from multiple sources. This is particularly true in wind
tunnel experiments where ow-induced noise, fan noise, and sound reections can raise the
background noise signicantly and make source identication dicult [4]. Contributions
from multiple sources at the same frequency, such as mechanical and aeroacoustic sources
on a wind turbine, cannot be easily distinguished from each other, and therefore cannot be
adequately isolated for study. Only with a technique that can distinguish sound sources
can sound emissions be localized and identied. The requirement for eective sound local-
ization has led to the development of advanced measurement tools, such as the microphone
array. A microphone array, composed of many microphones in a predetermined arrange-
ment, allows for visual representation of a sound eld using a processing technique known
as beamforming. A microphone array oers two considerable advantages over conventional
microphone measurements: improved signal-to-noise ratio and source localization capabil-
ities.
The objective of this research was to develop two microphone arrays for use in exper-
imental testing of wind turbine emissions. The intention was to develop a user-friendly
research technique for assessing the aeroacoustic emissions of two-dimensional wind tur-
bine airfoils and three-dimensional rotating wind turbines. Both arrays are intended to
improve the quality of measurements in dicult acoustic environments. The rst array is
a small-scale array intended to improve the signal-to-noise ratio of measurements made in
the small closed-loop wind tunnel at the University of Waterloo [5], ideally for measuring
and locating noise sources emitted by two-dimensional wind turbine specic airfoils. The
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wind tunnel has a 152.4 mm square test section with hard wall surfaces throughout. The
second array, with an aperture of approximately one metre, is designed for measurements
and localization of sound emissions from small-scale wind turbines in an open-jet wind tun-
nel facility. The work presented here demonstrates measured performance in comparison to
theoretical performance of both arrays using known sound sources followed by application
of the measurement technique on a small wind turbine in a controlled environment.
1.2 Thesis Organization
A review of previous literature is provided in Chapter 2, including detail on aeroacoustic
theory, beamforming, array considerations and application, wind turbine noise generation,
and wind tunnel testing considerations. Details of array design and fabrication are included
in Chapter 3. Rationale for component selection and array design are provided as are
details of assembly methods for both microphone arrays. Calibration techniques used
to characterize the microphones in each array are outlined in Chapter 4. Preliminary
calibration methods and their shortcomings are described. An overview of the calibration
methods used in sensor characterization are provided, as are results of the calibrations.
Chapter 5 presents details of the equipment and experimental methods used to validate the
array's performance in response to known sound sources and acoustic emissions from a 600
watt wind turbine with a rotor diameter of 1.3 metres operating in an open-jet wind tunnel
facility. Experimental results and discussion are provided in Chapter 6. Experimental and
theoretical source maps produced in the validation of array performance in response to
known sources are included and a discussion of array resolution and error is presented
where possible. Additional experimental results assessing array response to various known
sources are including multiple sound sources and a rotating source are presented. Test
results from a rotating wind turbine in an open-jet wind tunnel at a range of wind speeds
and rotational rates are included. Finally, Chapter 7 presents the conclusions obtained from
the experimental research. Recommendations and potential areas of future exploration in





The following section discusses some basic concepts which are necessary to understanding
further discussions of sound and beamforming. An introduction to sound propagation and
sound wave motion is provided.
2.1.1 Introduction to Sound
Sound is created by pressure uctuations travelling as a wave through a medium. The
cause of pressure uctuations is vibration resulting from a number of sources, such as the
interaction of solid bodies and ows. At a given point in space the pressure disturbances
cause changes in the velocity and density of the surrounding medium. The wave motion is
created by successive compression and rarefaction of the medium in the direction of prop-
agation. Sound therefore travels as a longitudinal wave. The distance between successive
cycles is known as the wavelength. Packets of molecules in the medium do not appreciably
change their average positions, but rather vibrate back and forth with the rate of change
of position known as the particle velocity. Since the study of sound typically deals with
relatively short distances, the inertial eects are much greater than viscous eects, so the




where γ is the gas specic heat ratio, R is the thermodynamic constant of the gas, and T
is the absolute temperature of the gas [6]. At 20 ◦C, the speed of sound is therefore found
to be 343 m/s. When pressure uctuations occur at a constant frequency, the wavelength






where f is the frequency of the sound source.
The pressure disturbances are weak in relation to atmospheric pressure, but can have
a large range of uctuation, leading to the need for a logarithmic scale in dening their





where Lp is the sound pressure level measured in decibels (dB), prms is the root mean
square pressure level of the incoming sound, and pref is 20 µPa, the threshold of human
hearing in air [6].
2.1.2 Equations of Motion
Fluid motion can be described generally by equations of conservation of mass and conser-
vation of momentum performed on innitesimally small uid volumes. Considering a uid





+∇ · ~v+ = 0 (2.3)




= −∇p+∇ · σij + ~F
where ~F is an external force such as gravity [7]. These equations of uid motion also govern
the propagation of sound. Common simplications to the Navier-Stokes equations assume
incompressible ow to allow for solutions to be easily determined. Such a simplication
cannot be applied in the case of sound, since the propagation of the wave depends on the
change of density of the medium. For an ideal gas, the uid can be considered isentropic and
inviscid, and in circumstances with zero mean ow, the motion of a sound wave travelling






which is a one-dimensional equation, revealing that pressure uctuation occurs in the
direction of wave propagation [6]. This equation describes the propagation of sound but
does not include generation by sound sources. Sound sources cause deviation from the







p = F (x, t) (2.5)
where F (x, t) represents a general pressure source [8]. The sound eld is therefore distinct
from the source eld. When the source is known, and appropriate initial and bound-
ary conditions are applied, the sound eld can be uniquely solved. However, knowledge
of the sound eld does not uniquely determine the sound source. This is an important
consideration for application of the beamforming technique. The physical nature of poten-
tial sound sources in beamforming must therefore be assumed. There are multiple source




Figure 2.1: Multipole source directivity  Monopole ··· Dipole   Quadrupole
Referring to the directivity patterns shown in Figure 2.1, a monopole can be thought
of as a pulsating, compact sphere radiating equally in all directions. In beamforming, po-
tential sources are considered to be monopoles. A dipole can be considered two oppositely
phased monopoles located adjacent to one another or a monopole translating back and
forth between two positions. Dipoles are a common source type in aeroacoustics, often
present as vortical structures resulting from the interaction of a uid and a solid body.
Dipoles dier from monopoles in that they: have non-uniform directivity with a gure
eight radiation pattern; are less ecient radiators due to destructive interference between
signals emitted at each pole; and behave dierently in the near and far elds. In the near
eld, dipoles have a strong 1/r2 dependence and in the far eld exhibit primarily a 1/r re-
duction in amplitude. Quadrupoles can be thought of as adjacent dipoles or perpendicular
dipoles, which would create a cloverleaf shaped radiation pattern. Quadrupoles are com-
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monly produced by turbulent ow structures, and like dipoles, have a strong distinction
between near eld and far eld radiation and are very inecient radiators.
2.2 Beamforming
Beamforming is a processing technique used for processing acoustic measurements made
simultaneously with all microphones in a microphone array. The following sections provide
an introduction to the common algorithms employed in both time and frequency domains.
A comparison of the two methods is now presented, followed by renements to the al-
gorithms to improve the value of processed results. A discussion of the eect of moving
sources on beamforming results in included.
2.2.1 Time Domain Beamforming
The analysis presented here should serve as an introduction to the algorithm in its sim-
plest form: delay-and-sum beamforming in the time domain. The use of a beamforming
algorithm provides the array with directionality, allowing it to steer to various points in
space using only post-processing algorithms [9]. The principle of delay-and-sum relies on
the fact that sound travels predictably in the free-eld according to solutions to the wave
equation. Microphone signals collected in such a eld can be manipulated through time
delays and amplitude adjustments to reconstruct the original signal at the source.
Consider a microphone array of M elements at locations
~xm, m = 1, 2, . . . ,M (2.6)
where ~xm = (x,y,z ) is a spatial vector with respect to the array's geometric centre or origin.
In any array, the array origin is located at the geometric centre, such that
M∑
m=1
~xm = ~0 (2.7)
and there is no requirement for a microphone to be located at the origin. Now consider
that this microphone array has collected signals from a sound eld s (t) containing a single
monopole point source at xs, an unknown location. The signal received at any point in






where r′ = |~x− ~xs| is the distance from the arbitrary point to the source. Now since the















Figure 2.2: Beamforming algorithm coordinate denition
determine the pressure signal at an arbitrary position. Therein lies the value of the beam-
forming technique. By identifying a grid of scanning points on a plane in space where the
source is known to be located but within which its exact position is unknown, the algorithm
can be run iteratively for each point in the grid, assuming it to be the source location. For
any scanning position, under the assumption that the source is located at that same posi-
tion, the microphone signals ym (t) can be appropriately scaled and time-shifted according
to the respective distances to the scan location, microphone locations, and array centre,
which would allow the equivalent signal at the array centre to be reconstructed. This is
the fundamental principle of delay-and-sum beamforming, which provides the equivalent







where wm is the microphone weighting factor and 4tm is the microphone time delay [10].
The magnitude of z (t) is normalized by dividing by the number of microphones, M , to
provide the representative amplitude of a signal received by a single microphone at the
array centre.
Referring to Figure 2.2, the necessary time delay for a given microphone signal is






















where r is the distance from the array centre to the scanning position and rm is the
distance from the mth microphone to the scanning position. The weighting factor for a





which can then be used to scale the pressure amplitudes of each microphone signal.
In practice, the delay-and-sum algorithm is performed by rst identifying a scanning
grid on a plane where a source is thought to be located. The algorithm is then run for
each scan position as shown in Figure 2.3.
Following the delay-and-sum procedure, each scan position the sum of all corresponding
manipulated microphone signals normalized by the total number of microphones. For a
single source, provided the scanning grid is adequately dened in terms of location and
spatial resolution, there should exist one scan point which will coincide with the source
location. At this location, the weighted signals will be equal in amplitude and the time
delays applied to each signal will align all microphone signals. When summed, the signals
will add constructively and created a time-aligned signal with amplitude equal to
z (t) = s0 (t) (2.12)
where s0 (t) is the magnitude of a signal received at the array centre. For scan locations not
coinciding with the source location, the summed signals will have random time-alignment
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and unequal amplitudes. When summed, these signals will create a signal with low am-
plitude and random time-alignment. At grid points near the source location, the signals
are nearly time-aligned and therefore add constructively to a greater degree. Scan points
farther from the source location have a higher prevalence of destructive interference and
produce a signal of much lower amplitude when summed. The output of beamforming is
a source map of the squared sound pressure levels as a function of scan position, which
provides visual representation of sources in the sound eld. The dierence in sound pres-
sure level from the highest value in the source map to the lowest value is often exceedingly
large, and can lead to diculty in interpretation of the source map. Therefore, source maps
are typically presented over a limited sound pressure level range, known as the dynamic
range, measured downward from the maximum sound pressure level. An example source






















Figure 2.4: Example 3 kHz source map  9 dB dynamic range
Although the technique above considered a single monopole source, this technique can
be applied to any number of sources provided they radiate coherently toward the array.
It can also be used for dipoles, quadrupoles, or higher order multipoles, provided their
pressure is inversely proportional to propagation distance in the far-eld [11]. In dening
a grid, the array does however sample only a portion of space and is therefore unable
to account for all of the energy in the eld. Therefore the technique can not accurately
reconstruct the true amplitude of the source [12]. Additional techniques can be applied to
provide a more accurate representation of the true sound pressure level [13, 14]; however,
such methods are not addressed in this thesis. Furthermore, the technique requires the
assumption that the array is capable of sampling the sound eld without interfering with
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it. Reections and diraction due to the array structure are unavoidable and these can
inuence the measured sound eld.
2.2.2 Frequency Domain Beamforming
While the algorithm has been presented in the time domain, beamforming can be readily
adapted to the frequency domain by recognizing that a time delay in the time domain can
be expressed as a phase delay in the frequency domain. Again, a scanning grid is dened
and the algorithm demonstrated here is applied at each grid point [15]. The coordinate
and distance denitions are the same as those dened in Figure 2.2. The time series,
composed of data discretely sampled at intervals of 4t, is divided into K blocks of length
Tb. A Fast Fourier Transform (FFT) is performed on each data set. The algorithm in
the frequency domain begins by obtaining the cross spectral matrix (CSM) for each data
set. Each element in the cross spectral matrix is a complex spectrum with bandwidth






[P ∗mk (f, T )Pm′k (f, Tb)] (2.13)
where P ∗mk (f, Tb) and Pm′k (f, Tb) are the complex pairs (noting the complex conjugate)
obtained from the FFT of the signals of microphones m and m′ in block k [15]. The
summation provides an average over all blocks for a total signal length of KTb, and includes
a weighting constant ws to account for a windowing function. Typically, a Hamming
window is used to minimize spectral leakage in each block [16]. The cross spectral matrix
is therefore composed of
Ĝ =







Gm01 · · · · · · GMM0
 (2.14)
where each element is the cross-correlation of each possible microphone combination from
Equation 2.13. The cross spectral matrix is steered to each grid point similar to the time





where T denotes the complex conjugate transpose, Y (ê) is the mean pressure squared per
frequency bin normalized by the number of microphones squared to obtain the response of
a single microphone at the array centre, and ê is the steering vector. The steering vector
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is a column vector ê = col
[









is the value of each element in the column vector [15].
Obtaining a power spectrum from the resulting signals for each scan point yields the
sound pressure level across the scanning grid at any frequency of interest. Typically, one-
third octave bands are used for frequency ranges plotted in source maps. These bands are
calculated by summing the spectral values in each frequency bin in the band. Since these
spectral values are measured in decibels, they must be added logarithmically; that is, the
root mean square addition of the pressure in each band.
2.2.3 Comparison of Time and Frequency Domain Methods
A comparison of the two beamforming methods reveals advantages and disadvantages of
each. Provided the data acquisition and processing hardware are capable, beamforming
in the time domain could be performed on a continuous time signal. However due to
cost and simplicity, the technique is more commonly performed on data sampled digitally
at a high frequency. Even with a high sampling rate, the available delay times are now
discretized. For a given scan position, the physical time delay will likely not correspond
to the integer values provided in the digital reconstruction of the microphone signal. Since
phase accuracy is vital to the success of the delay-and-sum technique, small errors in
time alignment can limit the array's performance. Increasing the sampling frequency by
interpolation is an option but adds considerably to the computation time. Delay-and-sum
does oer the advantage that the reconstructed time signals for each scan position are
available for use, and that once the process is performed, source maps can be generated
quickly for any frequency range of interest.
Beamforming in the frequency domain rst transforms the time signals recorded by
each microphone into bins in the frequency domain, typically through the use of an FFT.
Beamforming is then applied to the narrowband spectral results. One immediate advan-
tage is that beamforming can be applied to bins within a frequency range of interest
rather than the whole signal, which can result in signicantly lower computation times.
Additionally, the computational requirements are generally much lower in the frequency
domain, since a small number of simple matrix manipulations are used to generate the
source map, whereas in the time domain each entry in the time-series must be individually
manipulated for each scan point. Furthermore, renements to conventional beamforming
and higher-order algorithms to improve the eectiveness of the source maps can be imple-
mented without signicant additional computational requirements. One disadvantage of
the frequency domain approach is that the immediate conversion of the time signals into
blocks in the frequency domain eliminates the ability to investigate the reconstructed time
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signals, should that be desired. Furthermore, accounting for the movement of sources must
be performed in the time domain as detailed in Section 2.2.5.
Ultimately, processing used in this thesis uses conventional beamforming in the fre-
quency domain with a number of renements, the details of which can be found in Or-
lando [17]. The time domain beamforming algorithm was also completed to allow for the
source signal of a moving source to be reconstructed, although the implementation was
unsuccessful due to hardware limitations described in Section 6.4.
2.2.4 Renements to Beamforming
Diagonal Removal
It is evident that each term along the diagonal in the cross spectral matrix in Equation
2.14 is the autocorrelation. Noise is present in any microphone signal due to electrical
or self-induced noise. This noise is uncorrelated between any two microphones. However,
along the diagonal of the CSM each microphone is correlated with itself and the noise is
therefore also correlated. The diagonal is commonly removed from the CSM and replaced
with an empty diagonal to improve the signal-to-noise ratio. The output of beamforming





to account for the accompanying decrease in the overall magnitude of the CSM [18]. It
should be noted that while this method improves the array's ability to distinguish physical
sources, it can lead to negative pressure squared values in areas of source maps with lower
sound pressure levels since it eliminates some of the signal at each scan point.
While diagonal removal can obviously only be performed in the frequency domain since
it requires the use of a cross spectral matrix, a similar approach can be utilized on the time
domain signals obtained from delay-and-sum beamforming to improve the signal-to-noise
ratio. Since an FFT is required to produce the source maps from the reconstructed signals
in delay-and-sum beamforming, this spectral information can be manipulated to remove
the incoherent noise which is amplied by autocorrelation [19]. The reconstructed source

















allowing for the equivalent of diagonal removal by removing terms where m = m′ and
normalizing by M2 −M rather than M2.
Shading
Measurements made with a microphone array can suer from coherence issues particu-
larly at higher frequencies as microphones at the inner and outer extremes may have little
or no correlation with each other. The source amplitude in the source map will therefore
be underrepresented. One method of improving the validity of the source maps is to use
an array aperture, the diameter of the array measured between the outermost sensors,
which decreases with source frequency [18]. In eect, when performing beamforming at a
high frequency, signals from microphones located at distances greater than a determined
aperture are not included. This approach can be eective with arrays having large physical
dimensions or high sensor counts.
Flow
Acoustic measurements made in the presence of air ow, such as in a wind tunnel, can
lead to inaccurate localization of sources. In a closed-loop wind tunnel, the microphone
must be placed in the test section, and therefore in the ow. This has implications on the
path taken from source to array as the pressure signal is convected along with the ow.
The eect of uid motion can be corrected to a set of retarded coordinates provided the
ow speed is known [11].
Using an open-jet tunnel, the microphone is placed out of the ow, so in addition to
convection due to ow within the jet, there exists a shear layer between the source and
array which causes refraction in the propagation of sound waves. The eect of the shear
layer is commonly quantied using Snell's law in Amiet's method [20]. Considering a shear
layer to be a thin boundary between quiescent air and freestream ow as shown in Figure







where c1 and c2 are the speeds of sound in the respective propagation medium calculated
as the addition of the speed of sound in the medium and the component of ow in the
direction of propagation. The phase of the microphone signals can then be corrected by
accounting for the additional distance travelled due to the change in propagation direction
from each grid point to each microphone [18].
Higher Order Algorithms
Additional renements to the beamforming process have been introduced recently that
aim to improve source identication and location. Examples of these include methods to
improve source resolution and distinguish reected sources from physical sources [18,2125].











Figure 2.5: Refraction of sound due to shear layer
2.2.5 Moving Sources
A number of issues arise when a sound source is moving. Source maps of a moving source
reveal a source which appears to spread out since it is averaged over the length of the signal
or block. Furthermore, when a sound source is moving, the radiated pressure eld changes
with respect to a stationary observer due to the Doppler eect. A source with frequency f
approaching an observer at velocity v emits a signal which at the beginning of the period
t = 1/f travels from source to observer a distance of ct. However by the end of the period,
the source has travelled a distance of vt. The distance between the crests in the signal is





the perceived wavelength due to motion. The frequency of the signal received by the












the frequency corresponding to the adjusted wavelength. For a source moving toward an
observer, the perceived frequency is higher than the source frequency. The converse is
true for a source moving away from an observer. This has considerable implications for







Figure 2.6: Demonstration of moving source
frequency depending on its velocity, location, and microphone position. In the time domain,
this frequency shift has the eect of reducing time alignment between microphone signals.
In the frequency domain, the frequency shift can move the source frequency across various
narrowband frequency bins.
To overcome these issues the microphone signals can be reconstructed, or dedopplerized,
accounting for the movement of the source, by using scanning grids which move along with
the source, provided the source motion vector is known. Dedopplerization can only be
performed in the time domain since it requires that the the time signals of each microphone
be reconstructed for each grid point. Beamforming becomes signicantly more complicated
and computationally expensive when taking a moving source into account. The following
analysis presents the approach for dedopplerizing a source moving with known trajectory
[11,26].
Consider a source at position ~xs, moving with velocity ~v, as shown in Figure 2.6.
Without movement the signal would arrive at microphone position ~xm in 4t seconds. Due
to the movement, the source has moved to position ~x′s during this time.










~v · (~xm − ~xs)
] (2.23)
with the factor 4π included to reconstruct the amplitude of the monopole source, and
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is the Mach number vector corresponding to the source motion. The reconstructed source
amplitude can then be calculated using the transfer function in Equation 2.23 as the










~v · (~xm − ~xs)
]
ym (t+4tm) (2.26)
selecting t, a series of equally spaced times to obtain the dedopplerized signal. The times
t+4tm will not coincide with measurement sampling times and will not be equally spaced
since the source is moving, so the signals must be interpolated to obtain the microphone
signals at the required times. Due to the additional processing required on each discretized
sample of each microphone's time signal, the technique requires considerable computational
resources.
2.3 Microphone Arrays
Phased arrays have long been used in astronomy, seismology, and sonar applications. More
recently phased arrays containing microphones as transducers have become a vital tool in
aeroacoustic testing. The implementation of a microphone array takes advantage of the
properties of sound propagation in the acoustic far-eld, using the variations in amplitude
and phase measured by the various microphones in the array. Utilizing beamforming as
a post-processing technique, the array can be focused to chosen spatial locations by ma-
nipulating the phase and amplitude of measured signals in either the time or frequency
domains. In measuring a sound eld, there should exist correlation in the signals recorded
by all microphones in the array. The correlated signal will be amplied above any uncorre-
lated portions of the signal, such as self-noise due to ow passing over the microphone. A
microphone array oers directivity to measurements and allows signicant improvement in
the signal-to-noise ratio of measurements of a source at a given spatial location, allowing
for improved ecacy of acoustic measurements in otherwise troublesome measuring envi-
ronments. The beamforming technique is the basis of spatially locating individual acoustic
emissions from a source, since it oers directivity not possible with a single microphone.
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Microphone arrays for aeroacoustic measurements have become popular due to their
ability to spatially identify acoustic sources. This has led to their use in controlled
aeroacoustic testing in numerous applications, including measurements of scale model
aircraft [19, 27, 28], aircraft landing gear [29], jet engines [25, 30], two-dimensional air-
foils [3135], aps [36] and slats [37], trains [38], helicopter rotors [39], scale-model wind
turbines [40, 41], among numerous other aeroacoustic tests. However, the use of micro-
phone arrays extends beyond anechoic environments and wind tunnel tests; large arrays
on the order of tens of metres incorporating up to hundreds of microphones have been
used to capture sound emissions from aircraft yovers [42,43] and full-scale wind turbines
in operation [3, 44]. Such tests are able to visually demonstrate the location of acoustic
sources, enabling the mechanisms of sound production to be understood and reduced in
future designs.
2.3.1 Array Considerations
The primary factors aecting the response of the array are the array layout, source fre-
quency, distance from the source, and the algorithm used for processing. These factors
contribute to the usefulness of the source map. The source map contains the main beam,
or mainlobe, and secondary beams called sidelobes. The mainlobe comprises the physical
acoustic signal captured by the microphones, while the sidelobes are present as artifacts
of the nite number of microphones used in the array layout and the beamforming al-
gorithm used, and do not contribute meaningfully to the desired output. An example

















































Figure 2.7: Example 5 kHz source shown as three-dimensional source map (left) and two-
dimensional source map (right)
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Source maps can be presented in two or three dimensions depending on the required
interpretation. Source maps in this thesis will be primarily demonstrated as contour maps
in two dimensions. The location of the mainlobe peak corresponds with the source location,
while its width gives an indication of the array's spatial resolution. Sources can only be
uniquely distinguished if they are positioned at a distance greater than the beamwidth
from each other. The beamwidth therefore governs the spatial resolution of the array,
with a smaller beamwidth being desired from the output of any array layout. A metric
for the performance of the array is described by the mainlobe beamwidth at the -3 dB
contour. Since the mainlobe is ideally circular but is commonly found to be elongated or
non-uniform in source maps, the beamwidth is commonly calculated by determining the
diameter of a circle which would enclose the same area as the area enclosed by the -3 dB
contour.




and at a given frequency, beamwidth is proportional to source distance,
BW ∝ z (2.28)
such that array resolution improves with increasing frequency and decreasing distance to
the source. Although resolution improves at higher frequencies, the number of sidelobes
present in a source map also increases. This is demonstrated in Figure 2.8 for a 4 kHz and





































Figure 2.8: Source maps for modelled 4 kHz and 10 kHz sound source at 1 m along z -axis
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The mainlobe has a certain width due to partial time-alignment of summed signals
near the peak. Ideally at the peak, the signals are perfectly in phase with each other.
Moving away from the peak, the signals maintain some alignment which diminishes at
scan locations farther away from the peak. The beamwidth decreases with increasing fre-
quency which improves array resolution with increasing frequency. It is intuitive that the
beamwidth should decrease with increasing frequency since summed signals maintain less
phase coherence with each other due to the decreased wavelength and therefore do not
add constructively as readily, causing the resultant amplitude to decrease more rapidly
across the grid. Lower frequency signals maintain higher levels of coherence among micro-
phones due to their long wavelengths and therefore maintain much greater summed signal
amplitudes farther from the peak location.
It is also important to note that the spatial resolution of the beamforming technique
is not as eective in resolving sources at dierent positions in the depth direction. This
provides advantages or disadvantages depending on the measurement scenario. In choosing
a scanning plane at a known distance, sources at slightly dierent positions in the depth
direction will be detected almost equally well. This can be benecial if the source position
is not precisely known or if the source is moving in and out of the scanning plane, for
instance with a yawed wind turbine. The downside of such poor resolution is that sources
travelling out of the scan plane are not easily distinguished as moving sources in the plane.
Consequently performance of a two-dimensional planar array is best when the array, scan
plane, and relevant source plane are parallel.
Aside from the obvious attraction of locating sources in a eld through beamforming, a
microphone array oers the ability to improve the signal-to-noise ratio (SNR) over a single
microphone, and can provide amplication of signals radiating from a specic direction.
The gain of the array is the improvement in the SNR of the array compared to the SNR












where wm is calculated as in Equation 2.11 [10]. As the source moves away from the array
the weighting factor approaches unity and the gain can be simplied to its maximum, M .
The maximum gain is
G = 10log (M) (2.30)
where G is measured in decibels.
Sidelobes can be dicult to distinguish from mainlobes, particularly when the sound
eld is completely unknown. That is, sources that are dierent in amplitude by more than
the dierence in amplitude between the mainlobe and highest sidelobe cannot be resolved as
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physical sources. The sidelobes therefore represent the array's capability in ltering signals
arriving at the array from directions other than the steering vector [9]. It is desirable to
suppress sidelobes to improve the array's signal-to-noise ratio. Sidelobes can be suppressed
to an extent through array layout and renements to the beamforming algorithm. The
goal of the array design is to minimize the beamwidth and maximize the dynamic range
over a broad range of frequencies while operating under the constraints of sensor count,
sensor size, array size, and microphone frequency range. Sidelobes also arise from spatial
aliasing, which is a consequence of spatially undersampling; that is, using an insucient
number or inadequately arranged sensors in the aperture of the array. Much like temporal
aliasing in which the sampling rate is insucient to distinguish between multiple frequency
components, spatial aliasing results in an inability to distinguish multiple propagation
directions. Spatial aliasing reveals itself as sidelobes on a source map and becomes more
prevalent at higher frequencies. The classical Nyquist criterion [45] used in the time domain
is also valid in the spatial domain, such that spatial sampling is performed at intervals less
than a half-wavelength of the frequency under test. Therefore, in order to resolve high
frequencies, without spatial aliasing, microphones must be located in close proximity to
one another. However, the array must be capable of resolving a wide range of frequencies
and lower frequencies can only be adequately resolved by having a large array aperture.
Trying to accommodate both of these requirements leads to large arrays with numerous
sensors, which can be cost prohibitive.
A further consideration of spatial aliasing has to do with arrays employing equal inter-
sensor spacings. Sidelobes result from the summation of coherent signals at angles other
than the intended steering angle. The accumulation of these signals can be prevented
by eliminating equivalent vectors between sensors. It is therefore desirable to have array
geometries where there are no redundant intersensor vectors. For any given array with
coordinates dened in Equation 2.6, there exists a coarray consisting of all possible vectors
between microphones expressed by,
~xp = ~xm − ~xn, (2.31)
wherem = 1, 2, . . . ,M and n = 1, 2, . . . ,M . There are a possibleM2−M non-zero vectors.
Sidelobe suppression is greatest when none of the non-zero vectors are redundant [9].
2.3.2 Array Geometries
Various planar array geometries are available to balance the requirements of spatial resolu-
tion and signal-to-noise ratio while adhering to physical size and sensor count limitations.
Arrays can also be constructed in three-dimensions to aid in characterizing highly com-
plex three-dimensional source elds. However, these are beyond the scope of the work
undertaken in this thesis. An introduction to common planar geometries follows.
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Linear Arrays
Arrays consisting of microphones arranged on one axis only are referred to as linear
arrays. Such arrays can be a useful tool in improving the signal-to-noise ratio over a single
microphone. Linear arrays are not particularly eective at locating sound sources o axis,
so their use is typically limited to identifying the location of a sound source along a xed
axis. The applications of a linear array are limited in aeroacoustic testing but could have
suitable eectiveness in two-dimensional closed-loop wind tunnel testing, for identifying
the location of emissions from a two-dimensional aeroacoustic source, such as an airfoil
with a constant chord. Linear arrays can be constructed in a regularly spaced pattern,
or with variable spacing to create an aperiodic array, in which there are no redundant
intersensor vectors within the array aperture.
Rectangular Arrays
Expanding the linear array to two dimensions provides the foundation for the rectan-
gular array. In such an array, sensors are typically positioned at regular intervals in a grid.
Equally spaced microphones create issues with sidelobes as the redundant vectors between
microphones can lead to the accumulation of signals at angles other than the intended
steering angle. Furthermore, equally spacing microphones does not lead to a wide range
of intersensor spacings resulting in compromised array performance over a wide frequency
range. For these reasons, this type of array can be easily outperformed by other geometries.
Random Arrays
Random arrays are a type of aperiodic array created with a random process to position
the sensors. Random arrays are not common in aeroacoustic testing as their performance
can theoretically be exceeded using a well-designed aperiodic array, where the sensor lo-
cations are geometrically positioned and known. Accurately determining, marking, and
aligning the centre of a random array can be cumbersome. Random arrays have been re-
searched extensively and reveal that the sidelobe level is primarily aected by the number
of elements in the array [46]. A random array is shown in Figure 2.9.
Figure 2.9: Example random array
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Circular Arrays
A circular microphone array places microphones in one or more rings which are con-
centric with the array origin. Circular arrays can be constructed with regular intervals
between sensors and be guaranteed to have zero redundancy in intersensor vectors pro-
vided the number of elements in each circle is an odd number. Circular arrays oer the
ability to have closely spaced sensors to provide high frequency resolution and wide aper-
tures to adequately capture low frequency sources. However, due to the even spacing
between sensors in any given ring, these arrays do not oer a wide range of intersensor
spacings and therefore may not be suited to resolving sources at all frequencies adequately.
A circular array is shown in Figure 2.10.
Figure 2.10: Example circular array
Spiral Arrays
Spiral arrays have been introduced to improve sidelobe suppression over a wide range of
frequencies [9]. A Dougherty spiral array places sensors along a logarithmic spiral such that
the arc length between sensors is equal, which reduces sidelobes resulting from periodicity
by guaranteeing that there are no redundant intersensor vectors [47]. This array geometry
also accommodates a large aperture with a relatively low sensor count and provides a wide
range of intersensor spacings to improve resolution and sidelobe suppression across a wide
range of frequencies. An array based on a single logarithmic spiral starting from an initial
radius and expanding around the origin to a known nal radius can be dened by the
desired inner and outer radii, the number of sensors, and the spiral angle which determines
the number of revolutions around the origin [9]. Therefore, by establishing the dimensions
and sensor count of the array, the spiral angle can be adjusted to provide a wide range of
geometries and resulting intersensor spacings. Due to the spreading nature of the spiral,
the arrays tend not to be symmetric and have a geometric centre that must be calculated
using Equation 2.7, similar to a random array. A spiral array is shown in Figure 2.11.
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Figure 2.11: Example Dougherty spiral array [47]
Arrays can also be laid out with multiple spiral arms. An Underbrink equal aperture
array combines the symmetry of a circular array with the sidelobe suppression of a spiral
array [48]. Such an array uses an odd number of arms to guarantee zero redundancy in the
co-array of Equation 2.31. Multiple arm spiral arrays can be geometrically dened by the
number of microphones per spiral, the number of spiral arms, the inner and outer radii of
the array, and the spiral angle [9]. Spiral arrays can also take advantage of unequal spacings
between sensors along the spiral to provide spatial weighting, an eect similar to shading
as discussed in Section 2.2.4. Equal-arc length spacing leads to greater sensor density near
the array origin. By redistributing the microphones along a spiral arm, sensor density can
be made more uniform which can help to narrow the beamwidth and maintain sidelobe
suppression. The Underbrink equal aperture array takes advantage of this design principle.
In this multiple spiral array geometry, a circular aperture is divided into concentric annuli.
Each annulus has equal area and the sensors in each spiral are located at the centre of the
concentric annuli. An additional inner ring is added to the array to improve high-frequency
resolution. A multi-arm spiral array is shown in Figure 2.12.
Figure 2.12: Example Underbrink spiral array [48]
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2.3.3 Characterizing Array Performance
Assessing Potential Layouts
A convenient method of evaluating an array's performance is to analyze the source map
for a modelled source of known frequency located at the origin of the map. A source can
be modelled as having an amplitude inversely proportional to distance and a time delay
based on the propagation distance. Parameters such as beamwidth and signal-to-noise
ratio can be measured and compared for any number of array layouts, altering parameters
such as source frequency, grid size and resolution, and distance from the array to reect
actual conditions in which the array will be employed. The source need not be located at
the centre of the map, if this does not represent realistic conditions such as in a situation
where the facility determines the array mounting location, but resolution is greatest for
sources on axis with the array centre as demonstrated in Figure 2.13 for the same sound









































Figure 2.13: Demonstration of decreased o-axis resolution for 5 kHz source at 1 m
Validating Physical Layouts
In assessing the array's performance, the response to a physical source can be measured
with respect to the same parameters as above. Since the theoretical model assumes an ideal
acoustic environment, the array's measured and theoretical performance can be directly
compared with measurements made in an anechoic chamber. A number of methods can
be used to quantify the error in the experimental source maps. The following methods are
used to validate the array's performance and provide an analysis of error on suitable test
congurations.
By comparing the measured maps with the theoretical maps, one measure of error can
be ascertained by comparing beamwidths at the -3 dB contour. The contour maps are nor-
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malized by their peak value such that their pressure amplitudes can be compared directly.
Another method of comparison provides greater detail through a visual representation of
the error contained in the measured source maps. By determining the relative error of
the pressure found at all scan locations and plotting it as a function of space, the location
and magnitude of the relative error between the measured and theoretical maps can be
visualized. However, this method provides an additional spatial map and is not easily
quantied. To allow for the relative error between theoretical and measured data over the
entire source map to be tabulated, the root mean square averaged over the entire source







where Yan and Ytn are the resultant pressures at each scan location from the measured and
theoretical maps respectively.
A nal measure of error is to compare the array's ability to spatially locate a known
source within the expected margin of error. In situations where the source is precisely
placed at a known location in space, the array's measured response should be able to
display the mainlobe at this position.
2.4 Wind Turbine Sound Emissions
2.4.1 Noise Generation Mechanisms
While literature involving acoustic testing of rotating wind turbines is limited, testing of a
full-scale wind turbine in operation with a 148 element microphone array, with dimensions
15 m by 18 m, has demonstrated that although mechanical noise is audible, aeroacoustic
sound emissions dominate across the audible frequency range by an average of 10 dBA
as shown in Figure 2.14, which overlays a source map produced from microphone array




Figure 2.14: Source map from microphone array acoustic testing of Gamesa G58 turbine
 12 dB dynamic range (from Oerlemans et al. [3])
Aeroacoustic emissions have been shown to be proportional to the fth power of relative
speed, such that a rotating turbine produces greater sound output at higher rotational rates
and at the outer portions of the rotor where the relative ow velocities are higher [49]. The
aeroacoustic emissions produced by the blades result from a number of interactions between
the ow and blades. There exist six aeroacoustic mechanisms, demonstrated in Figure 2.15,
for a typical airfoil: turbulent boundary layer trailing edge noise, laminar boundary layer
vortex shedding noise, separation stall at low angles of attack, large-scale separation or deep
stall at high angles of attack, blunt trailing edge vortex shedding, and tip vortex formation
noise. In a low-turbulence environment these methods of sound generation are referred to
as self-noise, as they result from instabilities in the ow resulting from interactions with
the airfoil. Self-noise can be broadband or tonal depending on the production mechanism.
Another mechanism of sound production is due to in-ow turbulence interacting with the
leading edge of an airfoil. A combination of these mechanisms constitute the overall sound
































Figure 2.15: Airfoil noise generation mechanisms (adapted from Brooks et al. [49]): a)
Turbulent boundary layer  trailing edge; b) Laminar boundary layer  vortex shedding;
c) Separation-stall; d) Large-scale separation (deep stall); e) Trailing edge bluntness 
vortex-shedding; f) Tip vortex formation
While a rotating wind turbine blade has varying chord, twist, and airfoil shape along
its length, small spanwise segments can be modelled as two-dimensional airfoils. For this
reason, wind tunnel tests of two-dimensional airfoils can be readily applied to testing wind




Figure 2.16: Airfoil velocity and angle denitions
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Extensive wind tunnel testing of two-dimensional airfoils and eld testing of commercial
wind turbines has shown that the dominant aeroacoustic emissions originate at the trailing
edge [3,49,50]. Consequently, for an operating wind turbine, noise emissions are expected
to be greatest at the trailing edge and near the tips of the blades where the relative ow
velocities are greatest. For small-scale and commercial size wind turbines, the relevant
trailing edge noise mechanisms consist of turbulent boundary layer trailing edge noise,
laminar boundary layer vortex shedding, boundary layer separation, and blunt trailing
edge vortex shedding.





where v is the relative ow velocity, C is the airfoil chord, and ν is the kinematic viscosity of
air, the magnitude of the Reynolds number in the turbine's outer radii is generally greater
than 106, so a laminar ow has typically transitioned to turbulence at some point along
the chord prior to the trailing edge of the blade. The majority of sound emissions on a
commercial turbine are therefore produced by broadband turbulent boundary layer trailing
edge noise. The amplitude of this mechanism scales with boundary layer thickness [49].
The leading edge of a turbine blade often becomes pitted due to impact with precipitation,
dirt, or insects, and this blade erosion can increase the boundary layer thickness, leading
to additional sound emissions. The frequency of emissions due to turbulent boundary layer
trailing edge noise is proportional to the boundary layer thickness [3].
At Reynolds numbers around or less than 105, the ow on either side of the airfoil
may be laminar up to the trailing edge. Acoustic emissions originate as a Kármán vortex
street, a pattern of alternating vortices as shown in Figure 2.15b), emitted at the trailing
edge. Sound emissions radiated upstream from the trailing edge can then contribute to
the transition to turbulence or create boundary layer instabilities known as Tollmien-
Schlichting waves which can then themselves radiate trailing edge noise resulting in a
positive feedback loop [51]. Laminar boundary layer vortex shedding is tonal in nature,
with the frequency of the sound source coinciding with the shedding frequency of the
vortex street. Based on dimensional analysis the shedding frequency is proportional to
velocity and inversely proportional to chord length. The laminar boundary layer vortex
shedding mechanism is negligible for commercial turbines since they commonly operate at
Reynolds numbers greater than 106, but can be signicant for turbines on the order of
a few kilowatts or less, with corresponding smaller chord lengths and relative velocities.
The emissions produced by laminar boundary layer vortex shedding can be mitigated by
tripping the boundary layer [49,50].
At higher angles of attack, α, as shown for a two-dimensional airfoil in Figure 2.16, stall
may occur resulting in ow separation on the suction side of the airfoil. For an operating
turbine, the angle of attack for a two-dimensional segment of a three-dimensional turbine
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blade is aected by the relative ow velocity resulting from freestream wind speed and
rotational velocity component. By increasing the twist of the blade, or by increasing the
freestream speed at a constant rotational rate, or by decreasing the rotational speed at a
constant freestream speed, the angle of attack increases and the ow around the suction
side of the airfoil separates near the trailing edge. Acoustic emissions are produced near
the trailing edge due to the vorticity of the ow shed from the separation of the boundary
layer. At stall, this noise mechanism can be increased by 10 dB [49].
An airfoil with a blunt trailing edge, such that the trailing edge thickness is 20% greater
than the boundary layer displacement thickness, also creates a Kármán vortex street due
to ow separation at the trailing edge [49]. Blunt trailing edge noise is a minor concern for
a properly designed and fabricated turbine blade.
Other sources may arise in operation of a wind turbine, such as the aforementioned
tip noise, deep stall, leading edge noise due to in-ow turbulence, or interactions with
the ow passing between the blade and tower. However, experimental testing has shown
that these sources are typically minor contributors to overall sound emissions in normal
operating conditions [3, 40, 41]. Source maps produced from measurements of rotating
turbines show common characteristics, which reveal the primary locations and probable
mechanisms of sound productions. The greatest emissions are typically found at the outer
portions of the blades, but not at the tip, and are noted to move outward with increasing
acoustic frequency. The increase in radial position with increasing source frequency can
be attributed to the decrease in airfoil chord length and increase in relative ow velocities
with increasing radial position. For turbulent boundary layer trailing noise, the decrease in
airfoil chord length and increase in ow velocity with an increase in radial position would
result in thinner boundary layers and increase the frequency of turbulent boundary layer
trailing edge noise. For laminar boundary layer vortex shedding the decrease in chord
length and increase in ow velocity would increase the laminar boundary layer vortex
shedding frequency at greater radial positions. In eld testing of a Gamesa G58 wind
turbine, Oerlemans et al. [3] discovered that the location of the greatest emissions ranged
from a radial position located approximately 74% of the rotor diameter at 315 Hz to roughly
92% of the rotor diameter at 5 kHz. Wind tunnel tests of a 4.48 m two-bladed turbine
performed by Oerlemans et al. [41] revealed a radially outward progression of the primary
sound source from approximately 77% of rotor diameter at 1250 Hz to roughly 95% of the
rotor diameter at 6.3 kHz. In testing a 1.2 m diameter, two-bladed, scale-model turbine,
Cho et al. [40] presented similar ndings, with the radial location of the measured sound
source ranging from 77% at 2 kHz to 93% at 6.3 kHz.
2.4.2 Dipole Directivity and Convective Amplication
Distinguishing between trailing edge and leading edge noise is dicult based only on source
maps due to the movement of the source and limitations encountered in spatial resolution.
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A determination of the probable sound production mechanisms from an operating turbine
requires an assessment of many contributing parameters. Knowledge of the propagation of
a moving dipole source can aid in the assessment of wind turbine sound emissions.
Over a single revolution of a rotating wind turbine, the amplitudes of emissions em-
anating from a blade to an observer are not equal. At any given azimuth, the angular
position of the blade, there can exist variations in the sound pressure level received at a
stationary observer. Commonly for an observer located on the ground, the sound pres-
sure level increases during a blade's downward approach. The variation in sound pressure
level as a function of blade azimuth can be explained by the radiation pattern of trailing
edge noise which is a dipole source, and by convective (Doppler) amplication due to the
motion of the source. Referring to Figure 2.1 the magnitude of dipole source radiation
is seen to vary with angle. Consequently, for an observer located on the ground a dipole
source located at the trailing edge of a rotating turbine blade will be received across a wide
range of emission angles as the dipole source moves along with the blade. Additionally,
the motion of the blade contributes to a perceived increase in sound pressure level due to
convective amplication as the motion vector of the source aligns with the vector from the
dipole source to the observer. Based on an investigation of acoustic emissions from a com-
mercial wind turbine, Oerlemans et al. [3] reported that the directivity function governing
high frequency radiation from a trailing edge dipole source and convection of sound due to





where θ is the angle between the plane of the blade and the plane containing the chord line
and observer, φ is the angle between the relative ow velocity at the blade and the plane
containing the chord line and observer, ξ is the angle between the relative velocity vector
and the line between source and observer, and M is the blade Mach number. This model
was analytically developed for innite at plates [49] but has been shown to be valid for
nite airfoils provided θ does not approach 180◦ and the airfoil chord is greater than the
acoustic wavelengths [33]. Factors aecting the directivity of the dipole include the ratio
of acoustic wavelength to the airfoil chord and convection of sound due to ow. For low
frequency radiation where the acoustic wavelength is approximately the same wavelength
as the chord length, the sin2 (θ/2) term should be replaced by sin2θ [3]. For leading edge
noise due to in-ow turbulence, θ should be replaced by π − θ as the θ dependence is
inverted. In their study of the Gamesa G58 turbine, Oerlemans et al. included time-
averaged measurements made using a 148-element microphone array which revealed sound
emissions consistent with the analytical model described by Equation 2.34 [3]. The location
of the greatest sound predicted by the directivity function was 110◦, measured clockwise
from the upward vertical position with an expected dierence of 14.9 dB between maximum
and minimum sound pressures over one revolution. Experimental source maps from these
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Figure 2.17: Experimental time-averaged source maps from eld measurements of Gamesa
G58 turbine (adapted from Oerlemans et al. [3])
tests are shown in Figure 2.17, where the circles represent the trajectory of the blade tips.
The source maps reveal an average azimuth of 102◦ and a dierence of approximately 15
dB between the right and left sides of the rotor plane, which was deemed consistent with
the predicted locations of greatest sound emissions from the turbine rotor.
2.5 Wind Tunnel Testing
There are a number of congurations in which microphone arrays can be employed in wind
tunnel installations. Microphone arrays have been used successfully in anechoic facilities,
designed with aeroacoustic testing in mind. Due to their ability to increase the signal-
to-noise ratio of sound measurements, they also have value in facilities designed explicitly
for aerodynamic testing, where little regard has been given to the aeroacoustic measuring
environment. Microphone arrays are becoming a common tool in aeroacoustics in both
closed-loop and open-jet wind tunnels. However, careful consideration of the mounting
conguration and facility are required for successful implementation of a microphone array.
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2.5.1 Closed-Loop Wind Tunnels
Typically, installation of a microphone array in a closed-loop wind tunnel requires that
the microphones be ush-mounted on a hard plane surface as shown in Figure 2.18, either
along the test section wall or on a separate plate. Microphones located inside the tunnel
test section are subjected to noise from various sources, including fans and ow. Having
microphones located on a wall or plate inside a wind tunnel raises the noise oor of the
microphones considerably as they are located in the boundary layer of the tunnel wall [4].
The beamforming process amplies correlated sound signal over uncorrelated noise so it
can be eective in reducing the boundary layer noise to some extent. However, this noise
can be signicant, and in many cases can overwhelm the target sound source. To overcome
this noise, the boundary layer noise must be mitigated or the microphones must be taken
out of the ow. Recessing the microphones by positioning them in holes behind the hard
wall surface is not eective since the ow will still interact with the cylindrical holes,
creating resonance and interfering with the natural decay of waves entering the holes.
Trying to recess the entire microphone plate structure does not overcome the problem as
the test section geometry must be modied, which would alter the ow and increase noise.
A practical solution to removing the microphones from the ow requires that one of the
tunnel walls remain ideally impermeable to ow and permeable to acoustic emissions, such
that the microphones are able to receive sound from the test section, which constrains ow
as though it is enclosed completely by hard walls. One such solution has been demonstrated
using a taut Kevlar® sheet in place of a test section wall [29]. Microphones are placed
behind the Kevlar® sheet, keeping them out of the ow and allowing sound emissions to
pass through largely unaected. However, boundary layer noise can still be an issue even
when microphones are located outside the ow since this noise source is produced by all
walls of the test section, notably between the target noise source and the microphones.
This noise source will be correlated in the microphones and will be amplied by array
processing, so measures must be taken to improve ow quality if this noise source presents
a problem in measuring the target noise source. Reections are also encountered in closed
test sections, and these reections will be detected as possible sources so they must be
accounted for in processing or mitigated by acoustically treating the test section walls.
2.5.2 Open-Jet Wind Tunnels
Microphone measurements in open-jet facilities present the advantage of using the mi-
crophone array outside the ow without the need for modications to the test section.
Microphones can be placed in the ow if desired, but are most commonly located outside
the ow to reduce boundary layer induced noise. An open-jet wind tunnel can be more
readily converted to an anechoic facility, which can create an ideal measurement scenario for
a microphone array. The improvements in open-jet tunnels are largely realized by removal






Figure 2.18: Diagram of microphone array testing in closed-loop wind tunnel
and lower fan-generated noise [4]. While the target sound source may demonstrate a lower
recorded amplitude in the open-jet tunnel due to increased distance from the source, the
decreased noise oor will still provide a greater signal-to-noise ratio over the closed-loop
tunnel. However an open-jet tunnel does present an unbounded ow which may be dicult
to utilize in controlled experiments. Furthermore, the presence of a shear layer between the
microphone array and ow emitted from the open-jet tunnel can lead to erroneous source
localization results due to refraction, as discussed in Section 2.2.4.
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Chapter 3
Microphone Array Design and
Fabrication
This chapter describes the work undertaken in the design and fabrication of two micro-
phone arrays. A small-scale array (SSA) was rst constructed for use in a closed-loop
wind tunnel, followed by the large-scale array (LSA) which was designed and fabricated
such that it could be used with a number of facilities. Implementing a microphone array
for aeroacoustic measurements in wind tunnels presents numerous challenges such as cost,
mounting considerations, spatial limitations, frequency range limitations, calibration, data
acquisition, signal processing, data handling and storage. Eorts were undertaken to ad-
dress these concerns. Details related to the microphone selection, array layout, printed
circuit board design, and construction are included for each array. As implemented, beam-
forming is applied as a post-processing technique to previously recorded microphone data
and is not performed in real-time. Both arrays are therefore standalone measurement
devices which can be interfaced with any number of software algorithms.
3.1 Microphone Selection
Two types of microphones have primarily been used in microphone arrays: condenser
and electret. Microphone arrays constructed with commercial condenser microphones can
be prohibitively expensive for use in arrays with large numbers of sensors, and require
the use of additional hardware to provide polarization voltages, signal conditioning, and
preamplication. Furthermore, they can be dicult to install, particularly in wind tunnel
applications where the microphones are commonly mounted onto a planar surface from the
rear. A condenser microphone detects changes in capacitance due to pressure uctuations
imposed on a capacitor formed by a thin exible diaphragm located in close proximity
to a parallel, polarized backplate. These microphones have excellent performance and are
provided with detailed calibration information. An option for an inexpensive microphone is
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an electret capsule which operates similarly to a condenser microphone but does not require
polarization as the backplate is prepolarized. These microphones are widely available, have
minimal amplication, are fairly compact, and can oer similar acoustic performance to
condenser microphones. Unavoidably, these microphone capsules require additional signal
conditioning and preamplication which can lead to mounting costs or considerable eort
in amplier design, layout, and assembly.
More recently, microelectromechanical (MEMS) microphones have shown promise as an
alternative in microphone arrays for aeroacoustic testing [5254]. A MEMS microphone is
a silicon device consisting of a small diaphragm combined with built-in circuitry including
CMOS preamplication and ltering. Sound is transmitted to the diaphragm through a
narrow acoustic port in the microphone casing. These microphone packages are surface
mount devices, and as such are extremely compact. Surface mount devices can lead to
diculties in assembly but oer excellent positional accuracy which is of utmost importance
for successful beamforming processing. Furthermore, the built-in circuitry allows for the
microphones to be implemented in a system with few additional components. The prospect
of using a miniature, inexpensive, and relatively easy to implement package was tempting
for use in research. There are a wide range of MEMS microphones available through
common electronics distributors. Knowles Acoustics SiSonic MEMS microphones were
chosen due to the large number of products oered by the company, the ease of obtaining
the units through electronics distributors, and their previous successful implementation in
a microphone array [53].
Small-Scale Array:
Presented with a wide range of microphone options in the Knowles SiSonic product line,
the SPM0408LE5H microphone was selected for the small-scale array [55]. This silicon
microphone is shown in detail in Figure 3.1. It was deemed the most suitable oering
for small-scale array as it is a bottom-ported microphone with analog preamplication
circuitry allowing up to 20 dB gain. Furthermore the microphone includes enhanced radio
frequency (RF) protection and is housed in a Mini package with dimensions 4.72 mm by
3.76 mm by 1.25 mm, allowing for a compact layout. The microphone uses a perforated
backplate, and has an acoustic port 0.254 mm in diameter. This microphone has the
attest published frequency response among the SiSonic packages, as shown in Figure 3.2.
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Figure 3.1: Detail view of SPM0408LE5H microphone top and bottom (ruler scale in mm)
The microphone's atter frequency response compared to other similarly packaged mi-
crophones is largely due to the internal geometry of the casing. A common trait of all
Knowles MEMS microphones is the use of a ported design with an acoustic cavity trans-
mitting pressure uctuations to the diaphragm. Bottom-ported microphones produced by
Knowles have a small, direct acoustic cavity within the microphone package itself with a
































Figure 3.3: Simplied bottom-ported microphone (adapted from Knowles Acoustics [57])
The bottom-ported package requires that the microphone be soldered to a printed
circuit board (PCB) and that the PCB have a port hole to serve as an acoustic path.
The microphone has 8 surface mount pads, including an annular ring surrounding the
microphone port which acts as an acoustic seal when soldered. The built-in amplication
and ltering signicantly reduce the number of additional components required in the
circuit design, and reduce the risk of component failure during fabrication. The preamplier
has adjustable gain yielding sensitivities of -38 dB to -18 dB, and provides the ability to
set the high pass cuto frequency through the selection of a single capacitor. The MEMS
packages require power to provide the required voltage for the amplier. The microphones
are rated for 1.5 to 3.6V and have no change in sensitivity in this range. The total harmonic
distortion (THD) of the microphone output is rated as less than 1% at 100 dB and less
than 10% at 115 dB.
Large-Scale Array:
For the large-scale array, a similar microphone was selected: a Knowles Acoustics
SPM0408HE5H microphone. This microphone has the same electronic circuitry as the
SPM0408LE5H microphone but is contained in a top-ported package with 4 surface mount
pads, as shown in Figure 3.4.
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Figure 3.4: Detail view of SPM0408HE5H microphone top and bottom (ruler scale in mm)
The acoustic port, measuring 0.838 mm in diameter, is located in the microphone cas-
ing on the top surface of the microphone, so the microphone does not require an acoustic
pathway through the PCB. Therefore the microphone presents fewer concerns related to
soldering and sealing of the acoustic pathway. The published frequency response is similar
to the SPM0408LE5H used in the small-scale array, albeit slightly less at as shown in Fig-
ure 3.5. The top-ported microphones available from Knowles utilize an acoustic port hole in
the top of the package casing. The acoustic pathway within the casing is relatively lengthy
since the port hole and diaphragm are at opposite ends of the package. Furthermore, the
back volume behind the diaphragm is considerably smaller than in the bottom-ported con-
guration. A simplied diagram of the internal geometry of the top-ported microphone is
shown in Figure 3.6.
Since both microphone types use a narrow acoustic port, a strong resonant peak is
expected in the upper range of the frequency response of the microphone. This strong
frequency amplication is due to Helmholtz resonance, wherein a narrow opening with a
much larger volume of air connected to it creates a resonant peak, as the volume of air in the
microphone oscillates in and out of the port hole, like a mass-spring system [6]. Helmholtz
resonance is known to occur in these MEMS microphones around or above 10 kHz [57].
This resonance can be mitigated in a number of ways, primarily by altering the geometry
of the acoustic port. In most cases improvements are made to simply force the resonance
to a higher frequency. In the case of the SPM0408LE5H bottom-ported microphone, the
frequency response can be attened by using a wider, shorter pathway in the PCB. The
acoustic path within the microphone is as short and direct as possible. Another method
of improving frequency response is to use a thin permeable material, known as an acoustic
vent, over the port hole to create an acoustic resistance. For the SPM0408HE5H top-ported
microphone, the port hole cannot be readily changed without altering the microphone's
plastic casing. An acoustic vent could also be used over the SPM0408HE5H port hole to
introduce some acoustic resistance to dampen the spring eect of the air volume in the
cavity. The acoustic pathway within the microphone casing could be minimized by rotating


































The main constraints for the small-scale array were the sensor count, as the data ac-
quisition hardware has a maximum channel count of 32, and the physical size of the PCB,
since the small-scale array was designed to be used in a wind tunnel with a 152.4 mm
square test section. Potential array layouts were tested using a simulated source, having
a modelled microphone signal amplitude and time delay based on propagation distance,
located along the z -axis and evaluated with numerous combinations of parameters and lay-
out types including a random array, circular array, and numerous spiral geometries. Eorts
were made to employ an odd number of elements in each arm to eliminate redundancy in
intersensor vectors and provide a variety of intersensor spacings [9]. The small-scale array
was found to give the best performance in terms of beamwidth and sidelobe suppression,
while also maintaining a concise, organized layout when an array of 27 sensors arranged in
an Underbrink equal-aperture conguration was used [9].
The layout has nine logarithmic spiral arms arranged in three concentric rings. The
inner radius of the array is 13 mm and the outer radius is 70.5 mm. The spiral angle
is 70°. The array aperture is 141 mm and the minimum intersensor spacing is 8.9 mm.
A representation of the array layout is shown in Figure 3.7 and a list of microphone
coordinates can be found in Appendix A.
Large-Scale Array:
The large-scale array is also an Underbrink equal-aperture design, made up of 30 mi-
crophones. The array contains ve spiral arms with six concentric rings. Again, it was
essential to use an odd number of sensors in each arm to reduce sidelobes due to intersen-
sor spacing redundancy. The inner radius is 35 mm and the outer radius is 470 mm. The
spiral angle is 68°. The minimum intersensor spacing is 41.1 mm and the array aperture
is 940 mm. The array geometry was also selected primarily using simulated data of a
single source located along the z -axis to evaluate the eect of various parameters on the
array performance. The chosen geometry provided the best performance of any congura-
tion tested. The array geometry is shown in Figure 3.8 and the microphone coordinates
referenced to the array centre can be found in Appendix A.
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Figure 3.7: Small-scale array layout (viewed from rear)
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Figure 3.8: Large-scale array layout (viewed from rear)
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3.3 Printed Circuit Board Design
The use of a MEMS surface mount device necessitated the use of unique mounting struc-
tures. The small-scale array was designed to be incorporated onto a single printed circuit
board that would provide the required electrical connections between all microphones and
serve as the structural frame. The large-scale array also used printed circuit boards for
electrical connections, although individual PCBs were used for each microphone to provide
a modular microphone package which could be attached to any accommodating structure.
Small-Scale Array:
The small-scale array is constructed on a standard 1.5 mm thick FR4 PCB, with dimen-
sions 152.4 mm by 203.2 mm, which also provides the structural frame of the microphone
array. The layout was completed using FreePCB software [59]. The small-scale array con-
tains 27 microphones. Each microphone requires an additional four passive components,
while globally the circuit also includes additional parts such as power supply ltering ca-
pacitors and connectors for signals and power distribution. Electrical component selection
was based on the formulae and guidelines provided in the microphone specications [56].
The gain of the amplier was set to the maximum 20 dB yielding a nominal sensitivity of
-18 dB and the high-pass corner frequency was set to 141 Hz. An abbreviated schematic
for the 27 microphone design is shown in Figure 3.9. Jumpers in the form of zero ohm































































Figure 3.9: Small-scale array partial schematic
A two-layer PCB was used with the lower layer reserved for the ground plane and the
upper layer for all power and signal traces, with ground traces inserted between all others
to minimize cross-talk. The use of plated drill holes in the PCB for the acoustic pathways
enabled the ground plane side of the board to be completely smooth, allowing the PCB to
be used directly in the measuring environment. Gerber and drill les for the board layout
were created using the FreePCB software, and these les were sent to Alberta Printed
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Circuits for PCB fabrication [60]. The PCBs were returned for component population
using surface mount components. The printed circuit board design is shown in Figure
3.10.
Figure 3.10: Small-scale array PCB component and ground planes (not to scale)
Large-Scale Array:
The large-scale array contains 30 microphones, each mounted to its own PCB with
dimensions 38.1 mm by 25.4 mm. The use of individual PCBs allows each microphone
to be modular and used in any array conguration. Two-layer PCBs were used with the
microphone on one layer with the ground plane and all other components on the other layer.
The component layer of each PCB contains two connectors, and passive surface mount
components consisting of three resistors and four capacitors for power supply ltering, AC
coupling, and gain and lter settings. The schematic for each microphone is shown in
Figure 3.11.
The PCB layout is shown in Figure 3.12. The amplier gain was set to 10 dB and the
corner frequency was set to 120 Hz. Since each microphone is located on an individual































Figure 3.11: Large-scale array individual PCB schematic
Figure 3.12: Large-scale array PCB design for component and microphone/ground planes
(drawn to scale)
3.4 Physical Construction Methods
The use of surface mount microphones necessitated the use of a custom reow oven for
mounting the components to the printed circuit boards. The oven is shown in Figure 3.13
shortly after population of the small-scale array.
The custom reow oven was utilized throughout fabrication of both microphone arrays.
A LabVIEW control system, found in Appendix A, was programmed and implemented to
provide the desired reow prole as specied by the microphone manufacturer. A ther-
mocouple located in the oven provided feedback to the control system through a National
Instruments PCI-6251 data acquisition card (DAQ). The oven temperature was monitored
through the thermocouple and a normally open (NO) relay was controlled by a 5 volt
DC voltage from the DAQ analog output. The DAQ and relay were electrically isolated
through a photocoupler to eliminate the possibility of high voltage entering the DAQ. A
schematic of the relay conguration is shown in Figure 3.14.
When the thermocouple temperature was below the desired oven temperature, 5 volts
DC would be applied from the DAQ to the relay coil, causing the relay to close, and
providing the oven with mains power. The oven temperature would then increase until
the thermocouple temperature reached the desired oven temperature, at which point the
5 VDC control voltage would be removed from the relay coil and the relay would open,
causing the oven to lose its mains connection and cool down. This control system experi-
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Figure 3.14: Relay controller schematic
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enced temperature overshoot of a few degrees but maintained a reow prole within the
manufacturer's specied temperature limits. To avoid damaging of the solder material and
the nished solder joint it was desired to keep the heating rate of the oven below 3 ◦C/s
and the cooling rate between 2 and 4 ◦C/s [61,62]. The average heating rate of the system
during the preheat stage was 1.9 ◦C/s and 1.3 ◦C/s during the solder melt stage. Following
the reow cycle, cooling was achieved by opening the oven door, varying the opening to
match an approximate 2-4 ◦C/s cooling rate. The recommended reow prole and a typical
reow prole using the custom reow oven are shown in Figure 3.15.
















Figure 3.15: Recommended and typical solder reow proles  Recommended prole 
Actual prole (data from Knowles Acoustics [56,58])
Small-Scale Array:
The component layer required soldering of 27 microphones and their associated com-
ponents, each requiring three capacitors and two resistors. The components were soldered
to the PCB using Chip Quik SMD4300AX10 solder paste with 57% tin, 43% lead com-
position [63]. All components except connectors were soldered simultaneously with this
method. Connectors were hand-soldered just prior to completing the array. The use of
a single PCB for the small-scale array presented a number of challenges in fabrication as
all microphones were subjected to the reow process simultaneously. Due to the bottom-
mounted solder pads, once soldered the circuit's microphone functionality could not be
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easily veried through continuity testing and had to therefore be veried by acoustic test-
ing. The acoustic testing consisted of analyzing each microphone's time domain signal
and power spectrum for occurrences such as DC oset, extraneous noise, or an inconsis-
tent frequency response. When a microphone was found to have any of these problems, it
would require another reow cycle to improve contact between solder pads and lands or to
improve the acoustic seal provided by the annular ring surrounding the microphone port.
According to the Knowles product literature, each microphone should be limited to a max-
imum of 3 reows. Therefore it was necessary for problematic microphones to be replaced
individually rather than subjecting the entire array to another reow cycle to minimize
damage to the working MEMS microphones. Individual microphone replacement required
rework through the use of a heat gun localized around the non-working microphone. The
heat gun process was successful, but oered little repeatability. The completed array is
shown in Figure 3.16.
Microphone
Figure 3.16: Detail view of small-scale array
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Large-Scale Array:
The construction of the large-scale array oered fewer challenges due to the use of
individual PCBS and top-ported MEMS microphones. The PCBs were constructed in a
similar fashion, using solder paste and the custom reow oven. Reow was done with
ten microphone PCBs per process. The use of a separate PCB for each microphone en-
abled convenient microphone replacement, and since the four large solder pads on the
SPM0408HE5H microphones were easily soldered compared to the eight small pads and
annular ring of the SPM0408LE5H microphone used in the small-scale array, microphone
replacement due to fabrication error was never necessary. Microphones were placed on one
side of the PCB, surrounded by a ground plane, while all other components were placed
on the other side. Using dierent layers for microphone and all other components required
that the components be soldered in one reow process while the microphones be added
during a second reow stage. A completed microphone PCB used in the large-scale array
is shown in Figure 3.17.
38.1 mm
Figure 3.17: Detail view of fabricated microphone PCB used in the large-scale array
An important consideration for both arrays was condence that the microphone place-
ment matched the intended array layout to minimize errors in the beamforming process
due to dierences in physical and theoretical intersensor spacings. While the single PCB
construction used in the small-scale array allowed the microphones to be precisely located
within approximately 0.1 mm, the individual microphone PCBs used in the large-scale
array required further eorts to ensure the microphones were placed at their intended lo-
cations. A 14-gauge (1.63 mm thick) aluminum sheet with dimensions 1 m by 1 m was used
for securing the PCBs to the array. To ensure precision in the fabricated array geometry,
the microphone mounting holes in the sheet were lasercut. The microphones were inserted
from the rear through holes in the sheet as demonstrated in Figure 3.18.
Having a height of 1.25 mm in addition to the height provided by the presence of the
solder connections, the tops of the microphones were nearly coincident with the upper
surface of the aluminum sheet. The aluminum sheet was secured to a square frame made
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Figure 3.18: Detail view of microphone PCBs from the rear of the array
of 25.4 mm square aluminum tubing. The welded frame was designed to stand upright
in a number of congurations. In its vertical position the bottom of the array is 30 cm
above ground to reduce the inuence of reections from the oor by increasing the reected
distance. The assembled array is shown in Figure 3.19.
Connectors:
The inputs to the DAQ used in data collection, described in Chapter 5, use RJ50 con-
nectors. While the DAQ typically utilizes each of the eight contacts of the RJ50 connector,
in the experimental setup employed only two are required for the microphone signal and
ground. To interface with the required RJ50 connector, multi-conductor shielded Belden
wire was used to connect the microphone PCBs to the DAQ. Contacts were manually
crimped onto the wires and inserted into connector housings. The cable shield was also
crimped at one end of the cable, at the PCB connector to reduce electromagnetic inter-
ference without creating a ground loop which could increase the electrical noise oor of
the system. Heat shrink was used over the end of the cable and connector to improve the
durability of the cable assembly. Two-pin connectors were used on the PCBs: through-
hole connectors for the small-scale array and surface mount connectors for the large-scale
array. A total of 28 cables, 27 for audio signals and one for power, were required for the
small-scale array. The large-scale array utilized a terminal block for power and ground
distribution and therefore required 61 cables: 30 for audio signals and 31 for power dis-
tribution connecting the power supply, terminal block, and microphones. The cable ends
and connector details are shown in Figure 3.20.
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Figure 3.19: Front view of completed large-scale array





In order for a microphone array to work eectively, the response of each microphone must
be known. It was therefore necessary to develop a methodology for characterizing the per-
formance of the two microphone types. The chosen technique and numerous unsuccessful
methods are presented below.
4.1 Calibration Techniques Considered
A number of methods were considered for calibrating the MEMS microphones used in both
arrays including free-eld, acoustic coupler, electrostatic actuator, and pistonphone. Of
these methods, using an acoustic coupler, electrostatic actuator, and pistonphone provide
the microphone's pressure sensitivity, while the free-eld calibration provides the free-eld
sensitivity. The free-eld sensitivity diers from the pressure sensitivity due to diraction
around the microphone. In the free-eld the incident sound wave diracts around the
microphone and creates a varying sound eld over the diaphragm. When the microphone
diaphragm is placed in an environment where the incoming sound eld is uniform, such as
when installed coincident to a at plate or in a small enclosed environment, the sound wave
is uniform across the diaphragm and the resultant measurement is the pressure sensitivity
[64].
Free-Field:
Free-eld microphone calibration is typically performed inside an anechoic chamber.
The use of an anechoic chamber provides an environment in which source eld measure-
ments are not disturbed by ambient sound levels and in which the energy of the sound
source is absorbed by the chamber walls, eliminating reections and representing the free-
eld environment [6]. Anechoic chambers that are capable of being used eectively across a
wide frequency range are extremely large and expensive. Calibration in an anechoic cham-
ber can be performed using sound source excitation via a sine wave or noise band [65].
53




Simultaneous calibration requires that measurements be made of a sound source by a
reference microphone and uncalibrated microphone at the same time. The microphones
cannot simultaneously occupy the same physical space so the sound source must be spatially
uniform, which can be dicult and costly to achieve in the free-eld.
Substitution involves calibrating a reference microphone to a sound source at a known
location. The reference microphone is then removed and replaced with an uncalibrated
microphone at the same location. This eliminates any problems arising from directionality
or spatial non-uniformity of the sound eld but requires that the sound source be temporally
stable since microphone measurements are not made simultaneously.
Calibration by reciprocity requires three transducers, two of which must have known
responses. The technique requires that two of the transducers be capable of operating
in reverse as a sound source in addition to receiver, while the third operates strictly as
a transmitter. Throughout testing the three microphones are each cycled as source and
receiver with two microphones facing each other directly. The transfer functions between
the three microphone pairs can be solved simultaneously leading to a highly accurate
calibration. The system has a number of drawbacks such as the requirement that the
microphones must operate eciently as both transmitter and receiver, and the considerable
time required for calibration of each unknown sensor [64, 65].
For any of the above free-eld methods, it is important to use the same microphones
or create ttings which have the same geometry to eliminate dierences due to the sound
waves diracting around the microphone body.
Coupler:
Calibration using a coupler, such as a plane wave tube, can also be used to provide the
pressure response of an uncalibrated microphone using the three methods above. A plane
wave tube is a rigid duct which couples to an acoustic source at one end and to one or more
microphones at some distance along its length. It is used to propagate plane waves along
its length to provide a frequency invariant load such that two devices located at the same
axial position are subjected to the same eld [6, 67]. There are two types of plane wave
tube couplers: normal incidence and grazing incidence. A normal incidence tube places
the microphones at the end of the coupler, such that the microphone and sound source face
each other. A grazing incidence tube places the microphones at some distance along the
tube perpendicular to the coupler. Both methods have been used successfully but grazing
incidence can be less reliable over a wide frequency range [68]. Again, source excitation
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can be provided by a sine wave or broadband noise. The issue of diraction experienced
by dierent geometries in the free-eld is eliminated through the use of a coupler since the
microphone bodies are mounted coincident with the coupler wall.
In the simultaneous calibration method, a plane wave tube coupler overcomes the spatial
uniformity issue, since two microphones can easily be placed at the same axial position in
the plane wave tube and therefore be exposed to the same sound eld. The drawbacks of
reciprocity calibration are still present however. The same advantages and disadvantages
exist in substitution for the coupler as in the free-eld. A drawback of the coupler method is
that the measured response is for the pressure sensitivity and may dier from the free-eld
sensitivity.
A major obstacle in the use of a coupler such as a plane wave tube is that it has
limited eectiveness over a wide frequency range due to its geometry. The zero-order mode
propagates plane waves at any frequency, but for higher order modes, the waves no longer
propagate strictly along the length of the tube. For a tube with circular cross-section, the











where l is the length of the plane wave tube [67].
Electrostatic Actuator:
An electrostatic actuator is a commercial calibrator consisting of a metal grid polar-
ized with direct current at high voltage. Electrostatic pressure is superimposed onto the
microphone from the electrostatic actuator in the form of a variable AC voltage [66]. This
method is commonly used to provide frequency responses well above the audible range
and is commonly used to calibrate condenser microphones. The response is typically com-
parable to a pressure response obtained in a coupler over a fairly wide frequency range.
Advantages of this method are that electrostatic actuators are fairly inexpensive and do
not take a signicant amount of time to perform a calibration. Furthermore, they are
independent of environmental conditions such as air temperature and humidity. How-
ever, electrostatic actuators must be used with specied models of microphones since the
microphone requires an exposed and conducting diaphragm.
Pistonphone:
A pistonphone is another commercially available product which can be used to obtain
the pressure sensitivity of a microphone. It operates on a principle similar to that of a
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coupling tube. A closed volume of air is driven by a piston at a specic frequency to
create a known pressure in the air chamber. Pistonphones can only be used for specic
frequencies, commonly 250 Hz or 1 kHz and at specic sound pressure levels [66,70].
4.1.1 Preliminary Calibration Attempts
Although a small anechoic chamber was available for free-eld calibration, its performance
was found unsatisfactory for sensor calibration [71]. Another suitable anechoic chamber
was not available at the time of calibration. Furthermore, because the microphones in
both the small-scale and large-scale arrays were mounted coincident to a hard planar
surface, pressure sensitivity provided a suitable characterization of the microphones. Since
testing in an anechoic chamber yields a free-eld sensitivity, while the other three methods
mentioned above are used for pressure sensitivity, these methods were favoured. The use
of an electrostatic actuator was determined to not be feasible as commercially available
units are intended to be used with specic microphones and could not be adapted to the
compact packaging of the MEMS microphones employed in both arrays. Additionally,
these microphones have shown themselves to be unsuitable candidates for electrostatic
actuation due to their diaphragm size [64]. Similarly, a commercial pistonphone could not
be put to use due to the microphone packaging. More importantly, the specied number
of frequencies and sound pressure levels available in a pistonphone would have limited the
usefulness of the calibration. Calibration involving a coupler was selected as it generates a
pressure response, allows for adaptation to various microphone packages through the use
of ttings, and can perform over a range of frequencies.
The geometry of the small-scale array presented a number of challenges for microphone
calibration. In order to function, the microphones had to be soldered to a printed circuit
board. The microphones were dicult to unsolder without damaging, and therefore had
to be calibrated while installed in the array. For simultaneous calibration of the micro-
phones in the small-scale array, the coupler calibration method required that the MEMS
microphone and reference microphone be located at dierent planes, since the reference
microphone could not occupy the space immediately adjacent to the MEMS microphone
due to the PCB structure. A number of coupler geometries were implemented based on
literature involving ush mounted transducers. Eorts were made to perform a simultane-
ous calibration of a MEMS microphone along with a reference microphone, using a small
speaker as a sound generator, coupled through a network of channels in a T-conguration
in an enclosed aluminum block. The interface between the MEMS microphone PCB and
calibrator was sealed by an O-ring and the reference microphone was sealed with a Teon
insert. A speaker provided the calibration sound source and was monitored by the reference
and uncalibrated MEMS microphones. This setup was similar to that employed by NASA
for calibrating recessed transducers and allowed for in-situ testing of the microphones in the
small-scale array [72]. All internal geometry including channel diameter and distance from
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centreline to receiver, was equal for both the MEMS microphone and reference microphone.
However, the frequency response obtained in testing the MEMS microphone exhibited res-
onant peaks which could only be explained by the geometry of the coupling tube. This
coupler was rened further and a second design was used for simultaneous calibration. The
second coupling tube operated on a similar principle but positioned the two microphones
facing each other along the same axis, perpendicular to the sound source. Again an O-ring
was used to seal the coupler to the microphone PCB and a Teon sleeve provided sealing
between the reference microphone and the tube. Similar resonant peaks were encountered
using this second coupler. As a result of the unexpected frequency response results and
the diculties encountered in testing, simultaneous calibration was ruled out as a possible
calibration method for the microphones in the small-scale array. Reciprocity could not be
employed due to the lack of suitable reference microphones which could act as transmitters
as well as receivers. Further calibration was performed primarily using a normal incidence
plane wave tube and a combination of simultaneous and substitution methods as described
below.
4.2 Calibration Overview
Microphones were rst calibrated with respect to amplitude response to determine the
maximum sound pressure level at which they could provide a linear sensitivity. Frequency
response was also tested to compare the published frequency response to the measured
response. Due to diculties experienced in the frequency response tests of microphones
installed in the small-scale array, covered in detail in Section 4.1.1, it was decided that
a single point sensitivity test at 1 kHz was required for each microphone to provide the
most useful calibration between microphones. Furthermore, diculties in the calibration
method did not allow for microphone phase to be tested which is discussed in detail in
Section 4.2.4.
Much of the calibration was performed using a LabVIEW control system and a National
Instruments PCI-6251 16-bit data acquisition card which supplied an analog voltage signal
to a B&C DE10 25.4 mm compression driver amplied through a National Semiconductor
LM1875 power amplier circuit. The compression driver was coupled to a plane wave
tube located in a small anechoic chamber. Details of the control system, amplier, and
anechoic chamber can be found in McPhee [71]. The microphone sensor was calibrated
simultaneously alongside a B&K 4192 reference microphone amplied and conditioned
by a B&K 2669-C preamplier and a B&K 2690-A-0S1 conditioning amplier. Power
to each microphone circuit was provided by an Agilent E3631A DC power supply which
supplied 3 VDC. The uncalibrated and reference microphone signals were transmitted
through a National Instruments 6143 16-bit data acquisition card and monitored by the






Figure 4.1: Plane wave tube calibration of prototype PCB in anechoic chamber
LM1875 amplier, white noise was not used to provide the full spectrum sound source;
rather pure tones were generated at distinct intervals. The amplitude of the signal emitted
by the DE10 compression driver was monitored by the B&K 4192 microphone, and once
stabilized at a chosen sound pressure level, measurements were made from the output of the
MEMS microphones. An FFT was performed on the incoming MEMS microphone signals
and a peak detector was used to determine the frequency and magnitude of the reference
and uncalibrated microphone signals. A total of 20 consecutive sensitivity samples within
1% convergence were required at each test frequency for each MEMS microphone under
test.
A method was devised to allow the microphones in the small-scale array to be char-
acterized more generally. To overcome the issue of the small-scale array board geometry,
six prototype PCBs each containing an SPM0408LE5H microphone and associated compo-
nents were populated. Each PCB had a notch cut out to enable the reference microphone
to be used simultaneously in a plane wave tube calibrator. A 22 mm inner diameter, 101.6
mm long normal incidence plane wave tube described in detail in McPhee was used to cal-
ibrate the microphones on these prototype PCBs [71]. Figure 4.1 shows a prototype PCB
installed in the anechoic chamber using the plane wave tube for calibration. Calibrations
with the plane wave tube were performed both inside and outside the anechoic chamber
and no dierence was noted in the inuence of ambient sound levels.
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4.2.1 Amplitude Response Tests
It was important to characterize the microphones in terms of amplitude response, to de-
termine the range of sound pressure levels at which the microphone could be expected to
show no variation in sensitivity. Published amplitude responses are uncommon and were
not included for either MEMS microphone. The results of such an amplitude response
test reveal mechanical limitations in the diaphragm material in response to the increasing
pressure, or internal amplier saturation as the amplitude of the amplied microphone
signal begins to reach the supply voltage of the preamplier. A further limitation can be
saturation of the data acquisition hardware itself as the gain of the preamplier can be ad-
justed suciently high to cause the microphone signals to swing above the data acquisition
hardware's maximum input voltage. Operating on a 3 VDC supply, the 1 kHz sensitivity
of the SPM0408LE5H microphone with 20 dB internal gain should show evidence of clip-
ping, manifested as a decrease in sensitivity, for signals greater than approximately 113
dB. Similarly, the SPM0408HE5H microphones with 10 dB internal gain operating on 3
VDC should be clipped for signals of 122 dB.
The plane wave tube setup was used for simultaneous calibration with a pure tone.
Microphones in both arrays were subjected to amplitude response tests performed with a
1 kHz tone, referenced to the B&K 4192 microphone, between 90 dB and 130 dB, in 0.5
dB steps. The small-scale array microphones were tested using the 6 single PCBs and the
microphones in the large-scale array were tested on their individual PCBs. Typical results
of the amplitude response testing are shown for one microphone of each type in Figure 4.2.


























Figure 4.2: Amplitude response calibration results  SPM0408LE5H 20 dB gain N
SPM0408HE5H 10 dB gain
59
It is evident that both microphones show little deviation in sensitivity up to a given
sound pressure level, at which point a sharp decline in sensitivity is noted. The plummeting
sensitivity indicates that a limit has been reached either mechanically or electrically. In
this case, the limiting factor was the microphone supply voltage since the peaks of the
corresponding amplied input signal were clipped at the amplier supply voltage. As
expected, the SPM0408LE5H microphones show evidence of saturation at approximately
113 dB while the SPM0408HE5H microphones appear to saturate at approximately 121 dB.
As further evidence of clipping, lowering the microphone supply voltage below 3 VDC has
the eect of lowering the sound pressure level at which the sensitivity diminishes. For high
microphone amplier gains, the microphones should therefore be powered at the highest
limits of their supply voltage. However the manufacturer's microphone specications list
the total harmonic distortion of both units as less than 10% at signals of 115 dB, these
microphones clearly exhibit adverse behaviour and are therefore less suitable for operation
at these sound pressure levels.
4.2.2 Frequency Response Tests
As mentioned above, the usable frequency range of a plane wave tube is limited by its
physical dimensions. For the 22 mm diameter, 101.6 mm long tube the reliable frequency
range is found to be approximately 850 Hz to 6 kHz. In order to characterize the micro-
phones in the small-scale array, calibration in terms of frequency response was performed
on the six single microphone PCBs using simultaneous calibration. The microphones in
the large-scale array were calibrated in the same way prior to being installed in their frame.
The frequency response was tested at 1/12 octave intervals between 850 Hz and 6 kHz.
The control system was congured to output a constant 104 dB signal for each signal,
referenced to the B&K 4192 microphone. The sound pressure level was selected as 104 dB
instead of the standard 94 dB to improve the signal to noise ratio inside the plane wave
tube while ensuring the ampliers in the microphone packages would not saturate. Detailed
frequency response tests were performed on 6 microphones from each array, repeating each
calibration at least six times to ensure repeatable results. Typical calibration results for
a single microphone from each array, averaged over six tests are shown in Figures 4.3 and
4.4.
In the plane wave tube's usable frequency range, the SPM0408LE5H microphone re-
sponse diers from the manufacturer's published response quite signicantly. Six of each
microphone type were tested and found to have very similar responses. It was suggested
that the strong increase in sensitivity with increasing frequency is the result of the 1 mm
wide, 1.5 mm long acoustic port passing through the small-scale array's PCB, leading to
resonance at a lower than expected frequency. The SPM0408HE5H microphone showed
much better correlation with the published data. Some of the slight discrepancies in this
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Figure 4.3: Typical frequency response for SPM0408LE5H microphone [56]  Published
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Figure 4.4: Typical frequency response for SPM0408HE5H microphone [58]  Published
frequency response  Measured frequency response
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since the Knowles microphones are reportedly calibrated with respect to their free-eld re-
sponse in an anechoic chamber. Due to the reduced applicability of the limited frequency
range available in testing and the strong correlation with the published data in this fre-
quency range, a decision was made to use the published data across the entire published
frequency range, 100 Hz to 10 kHz. There was little variation between microphones in
the same production batch which was veried by detailed calibration results of numerous
Knowles transducers of a similar design over a much wider frequency range; the frequency
responses of the various devices were in excellent agreement with one another [73].
Noting that the sensitivities of both microphones tended to increase with increasing
frequency, Helmholtz resonance was suspected. Very little could be done to the small-scale
array microphones in terms of altering the acoustic pathway through the PCB since it
has a xed thickness and the port hole could not be widened as it is used to seal the
acoustic cavity below the microphone port. Acoustic vent materials were not tested and
might prove worthwhile in reducing the high frequency sensitivity increase by adding an
acoustic resistance. A number of techniques to improve the frequency response of the
SPM0408HE5H microphones used in the large-scale array were tested. Noting that the
acoustic pathway is provided from one end of the microphone to the other, the casing of
a single test microphone was removed, reoriented, and reattached to align the port hole
and diaphragm. This had no noticeable eect on the measured frequency response. The
case was also removed entirely and again the frequency response measured as before. The
frequency of this microphone closely matches the expected response and it is therefore
assumed that the response is unaected by Helmholtz resonance in the tested frequency
range. Again, it may be possible to atten the frequency response by forcing the resonant
peak to a higher frequency, using an acoustic vent to provide an acoustic resistance, but
this was not tested.
4.2.3 1 kHz Sensitivity Tests
Having performed detailed tests of six of each microphone type and deciding to use the
manufacturer's published response over the entire published frequency range, it was neces-
sary to determine the sensitivity of the microphones at a single point along the frequency
response to obtain the sensitivity oset at a reference frequency. A single point calibration
was performed at 1 kHz, since this is the common reference frequency used in microphone
frequency response calibration. For the small-scale array, these tests were performed in-
situ using a substitution method. A 20 mm thick aluminum disc with a cylindrical Teon
insert was coupled to the B&C DE10 compression driver. The B&K 4192 reference mi-
crophone was coupled to the disc through the Teon insert. The compression driver was
provided with a 1 kHz tone from the DAQ and amplier and the microphone's output was
monitored. The output voltage from the DAQ corresponding to a 104 dB signal was noted.






Figure 4.5: Substitution calibration arrangement with small-scale array
placed over each microphone in the array using an O-ring to seal the interface between the
disc and PCB. The 104 dB signal was then applied to each microphone and the resulting
sensitivity was recorded. The amplitude of the source was veried again once during the
tests and once upon completion of the tests to ensure the temporal stability of the sound
source. The microphones were each calibrated 6 times and showed deviation of less than
2 mV/Pa between tests. The substitution setup can be seen in Figure 4.5. Calibration
results from the 1 kHz sensitivity tests are presented in Appendix B.
Since the large-scale array microphones could be calibrated simultaneously with the
reference microphone, the substitution technique was not used. Rather, 1 kHz sensitivity
calibration of the microphones in the large-scale array was performed using simultaneous
calibration in the plane wave tube calibrator prior to the installation of the microphones
in the array structure. These tests were performed 9 times per microphone and showed
deviation of less than 1 mV/Pa between successive measurements. The results of the
calibration of the microphones in the large-scale array can also be found in Appendix B.
4.2.4 Phase Tests
Due to the diculties encountered in calibration, detailed phase measurements were not
performed. The goal of such a calibration is to ensure that the phase measured by all micro-
phones in response to an acoustic impulse can be related. There are a number of methods
for testing the phase response of a microphone over a range of frequencies but none could be
readily adapted with the current calibration system. Calibrating microphone phase over a
broad frequency range requires that the reference microphone and uncalibrated transducer
be subjected to precisely the same sound eld, such that the incoming wave has no dier-
ence in delay with respect to the reference microphone and uncalibrated microphone. Very
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small deviations in microphone position between tests would have a signicant inuence on
the accuracy of phase measurements at high frequencies since a small variation in micro-
phone position would create a measurable dierence in microphone phase for signals with
short wavelengths. Such controls were dicult to achieve using the substitution or simul-
taneous methods since the sound source could not be guaranteed to activate in the same
fashion for each test and small spatial variations in the calibration setup were dicult to
avoid. Since all microphones in each array were obtained from the same production batch,
utilize the same preamplication circuitry, and were precisely located on their respective
array frames by great care undertaken in design and fabrication of the arrays, phase has
been assumed to be consistent throughout the array. The consistency of phase throughout
the batch of MEMS microphones was further supported by previous work performed on
similar Knowles microphones [53] and on other MEMS microphones of similar design [68].
Phase calibration of the microphones with respect to each other was accomplished once
the microphones were installed in the array, using a known sound source at a known loca-
tion. All microphones showed the expected phase response based on their distance from
the impulse sound source. The lack of phase calibration information is considered a minor




This section outlines the equipment and procedure used in experimental testing of both
arrays. Details are provided for hardware and software implemented in data acquisition,
signal processing, and source generation. An overview of test cases is presented.
5.1 Data Acquisition
The primary requirement for beamforming is that signals are recorded simultaneously. It is
therefore necessary to have data acquisition hardware capable of simultaneously sampling
numerous channels at a high data rate. For data collection of both arrays, eight National
Instruments NI 9237 modules were used in combination with a National Instruments cDAQ-
9178 chassis [74,75]. Each of the eight NI 9237 module contains four 24-bit analog inputs for
an available 32 simultaneous analog channels sampling at 50 kHz. The channel inputs are
comprised of RJ50 connectors and are commonly employed for strain bridge measurements
in the range of ±25 mV, although choosing to scale by an excitation voltage of 10 V allows
the range to be increased to ±250 mV, making it well suited to amplied microphone
measurements. The chassis uses a USB 2.0 Hi-Speed interface, allowing for data transfer
of all channels at their maximum sampling rate. A table of microphone connections to the
DAQ for both arrays is provided in Appendix A.
All measurements of both arrays were made using this DAQ with the sampling rate
of each channel at 50 kHz. Data collection was controlled through a LabVIEW [76] envi-
ronment allowing the user to vary the collection period and sampling rate if desired. The
microphone signal acquisition software can be found in Appendix C. Data were recorded
in binary form to reduce le size.
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5.2 Signal Processing
Conventional beamforming with diagonal removal was performed in MATLAB in the fre-
quency domain primarily using the algorithm reported in Orlando [17]. The user has the
ability to specify the sampling rate of the hardware, length of each FFT block, number of
blocks to use in the FFT, source map scanning frequency, scanning grid dimensions, and
scanning grid location. Details of block length and number of blocks are provided for each
test case in their respective sections.
5.3 Test Cases
A number of source types were used in the experiments. Testing was carried out with the
small-scale array using a single monopole sound source at a known location. The monopole
source conguration was also implemented for tests conducted with the large-scale array.
Additional testing of the large-scale array was performed using a single stationary piezo
buzzer, multiple stationary buzzers, and a rotating piezo buzzer. These test cases are
outlined in detail below. Due to the absence of a suitable anechoic facility, all tests were
performed inside a laboratory with many reective surfaces. Eorts were made to mitigate
the reectivity of the environment; however, the measured array responses are subject to
additional sound sources unaccounted for in the theoretical responses. While this makes
comparison of experimental and theoretical results dicult, it does represent a more ac-
curate depiction of array performance in a typical measurement environment. Finally,
acoustic testing was performed on a 600 watt turbine with 1.3 m rotor diameter in an
open-jet wind tunnel facility.
An important consideration in the analysis of experimental results is that mounting the
microphones coincident with a plane wall surface contributes to a doubling of the pressure
received at the microphone diaphragm as a result of standing waves created by reection o
the microphone array's plane wall frame. All microphone measurements must be reduced
by 6 dB to remove this perceived increase in sound pressure level.
5.3.1 Small-Scale Array with Stationary Monopole Source
Initial testing of the array was performed using a single acoustic source emitting a single
tone. The sound source for these preliminary tests consisted of a Philips PM5132 function
generator providing a sinusoidal signal to a B&C DE10 compression driver which was
connected to a 370 mm long, 12.7 mm inner diameter tube to create a monopole point
source. The compression driver and tube were mounted to a sliding stand such that the
position of the sound source could be moved precisely along an axis. The test apparatus
is shown in use with the small-scale array in Figure 5.1. Specic details of each test case










Figure 5.1: Compression driver monopole source setup with small-scale array
The compression driver test apparatus was used as a monopole sound source for source
localization in conjunction with the small-scale array in test cases 110, for frequencies of
3, 4, 5, 6, and 7 kHz. Cases 110 presented in Table 5.1 constitute the extent of testing
with the small-scale array, with the distances chosen to represent solid collection angles,
the angle subtended by the array's aperture and the source, of 10◦ and 45◦. In all cases
the sound source was aligned with the array origin using a laser, in place of the aluminum
tube. The array centre to source plane centre distance, z, was varied for each frequency.
Since the two source positions used in these tests were performed in close proximity to each
other the source could be slid along the stand without moving its base, allowing for laser
positioning accuracy of approximately ±1 mm. Each microphone recorded approximately
8.2 seconds of audio for each test case.
Further testing of the small-scale array in the small closed-loop wind tunnel revealed
limitations in the array's applicability. The goal of using the small-scale array in the small
closed-loop wind tunnel was abandoned when preliminary testing indicated the background
noise in the facility was far too high for the microphones. The array was placed ush in
the wind tunnel, replacing one of the test section walls. Even at modest wind speeds, the
output voltages from the amplied microphones were saturated. The primary cause of high
background noise was microphone self-noise due to the boundary layer. The microphone
array may be of further use in this facility by lowering the gain of the preampliers, which
can be readily accommodated, or by recessing the microphone array, possibly behind a
Kevlar® sheet as implemented in the Virgina Polytechnic Institute and State University
Stability Wind Tunnel [29], but this was not tested.
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Table 5.1: Small-scale array test cases with stationary compression driver source











5.3.2 Large-Scale Array with Stationary Monopole Source
The compression driver and tube conguration was used to provide a monopole source for
testing the large-scale array, as shown in Figure 5.2, with sinusoidal inputs of 1, 3, 5, 7,







Figure 5.2: Compression driver monopole source setup with large-scale array
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Table 5.2: Large-scale array test cases with stationary compression driver source





















Details of Cases 1130 can be found in Table 5.2. The distances from the source to
the array used in testing the large-scale array represent solid collection angles of 70◦, 50◦,
26◦, and 13◦ respectively. Since the sound source was located at greater distances from
the array, the base of the stand had to be moved for each distance. Consequently the laser
alignment technique was inherently less accurate and was able to provide accuracy in the
positioning of the source of approximately ±5 mm. Approximately 3.3 seconds of audio
were recorded.
5.3.3 Large-Scale Array with Stationary Buzzer Sources
Since a known, rotating sound source would ultimately be tested, a portable device was
required for sound generation. Piezo buzzers were selected for their inherent convenience
and exibility. Piezo buzzers were selected as a sound source as they can be operated
directly from a battery power source, where the sound pressure level is determined by
the input voltage, so they could be utilized as a known, moving sound source. Since




Figure 5.3: Multiple buzzer source conguration
rotated without adding unnecessary complications such as slip rings. Before attempting to
measure a rotating buzzer source it was necessary to quantify the performance of a piezo
buzzer by comparing with measurements of the compression driver sound source under
similar circumstances. Preliminary test results indicated that a single buzzer source was
a suitable sound generator and exhibited similar behaviour to the monopole source tested
earlier.
The piezo drivers were capable of reaching sound pressure levels of approximately 100
dB and operated at a xed frequency. The buzzer sound pressure levels were controlled
by potentiometers controlling the input voltage. Two buzzer types were chosen to pro-
vide greater exibility in testing. The buzzer types are distinguished by their nominal
frequencies: 2.9 kHz and 4.4 kHz. Tests to characterize the array's performance in the
presence of multiple sources were conducted using two stationary buzzer sources attached
to a horizontal rod mounted to a retort stand, as shown in Figure 5.3, using two separation
distances and two source frequencies.
In these test cases eorts were made to roughly align the sound sources with the ar-
ray; however, the important dimension in assessing array performance was the separation
distance between the sources. Two buzzers were placed along the same plane and the fre-
quencies and distance between sources were varied. These tests were used to demonstrate
the array's ability to resolve multiple sources at the same frequency in a source map and
suppress sources at frequencies other than those of interest. The source sound pressure
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Table 5.3: Large-scale array test cases with multiple stationary buzzer sources
Test case z (mm) Source separation (mm) Source f (kHz)
31 1000 280 4.4
32 1000 530 4.4
33 1000 530 2.9, 4.4
levels of both buzzers were matched within approximately 1 dB. Details of these test cases
are outlined in Table 5.3.
5.3.4 Large-Scale Array with Rotating Buzzer Source
Additional testing was performed with rotating buzzer sources. A rotating source, intended
to represent a small-scale wind turbine, was created by attaching two aluminum bars with
3.2 mm thickness, 25.4 mm width, and 420 mm length to the collar of a DC motor. Each
buzzer was located at a radial distance of 475 mm. The rotor plane was located at a
distance of 1000 mm from the array. This setup can be seen in Figure 5.4. These tests
were performed with the intent of determining the eect of mainlobe spreading in time-
averaged source maps due to source motion and to dedopplerize a moving source in the
time domain.
Buzzer BuzzerMotor
Figure 5.4: Rotating buzzer source setup
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Buzzers were attached to the ends of the aluminum bars to provide a known rotational
sound source. Tests were conducted using a single buzzer source at a xed rotational rate.
The rotating axis was approximately 230 mm above the array's origin, so the array's focus
was at an upward angle of roughly 13◦. Details of the rotational test case can be found in
Table 5.4.
Table 5.4: Large-scale array test cases with rotating buzzer source
Test case z (mm) Rotational speed (rpm) No. of sources Source f (kHz)
34 1000 170 1 4.4
5.3.5 Large-Scale Array Tests with Small Wind Turbine
Tests were conducted in an open-jet wind tunnel with a 610 mm square test section. The
tunnel discharges into atmospheric conditions in the laboratory and incorporates exter-
nal diuser vanes to redistribute the ow upward through the laboratory. No acoustic
treatment was added to the facility or measuring environment. A three-bladed, 600 watt
turbine was placed along the centreline of the test section outlet at a distance of 1600 mm
















Figure 5.6: Simplied diagram of open-jet wind tunnel testing of 600 W wind turbine (not
to scale)
The turbine has a rotor diameter of approximately 1.3 m, with unknown airfoil geometry
having a chord ranging from 152 mm near the root to 46 mm at the tip. The turbine is an
upwind design with a tail controlling yaw, providing alignment with the freestream velocity.
The large-scale microphone array was positioned slightly above the oor, approximately
850 mm below the centreline of the test section. As opposed to a parallel arrangement
between the array and scan plane as in all previous experimental congurations, the array
was laid along the oor, perpendicular to the rotor plane. The array's centre was located
at an upstream distance of approximately 510 mm from the turbine rotor plane, 1000 mm
below the centre of the turbine rotor. A diagram showing the experimental setup is shown
in Figure 5.6.
Data sampling occurred for approximately 1.64 seconds, during which the turbine rotor
made many revolutions at a constant speed. The turbine generator was not connected to
a load and was therefore allowed to freewheel. Four wind speeds were tested: 2.5 m/s,
3.5 m/s, 4.5 m/s, and 5.5 m/s. Freestream wind speed measurements were made with a
Kestrel 1000 anemometer along the tunnel centreline at a distance of 1 metre from the test
section outlet. The tested wind speeds corresponded to respective rotational rates of the
turbine of approximately 295 rpm, 360 rpm, 550 rpm, and 640 rpm, measured with a strobe
light. The respective nominal Reynolds numbers at the tip of the blade were approximately
59 000, 72 000, 110 000, and 130 000. In all cases background noise levels observed at the
centre of the microphone array during wind tunnel operation were approximately 70 dB




The following chapter provides results of experimental testing used to validate the per-
formance of both arrays. Source maps are presented for measurements made in the
non-anechoic measuring environment. Comparisons between experimental and theoreti-
cal source maps in response to known sources are presented. The large-scale array's ability
to localize and distinguish multiple sources is also demonstrated. Results from testing of
a known, rotating source are presented. Experimental results from wind tunnel testing of
a 600 watt, 1.3 metre turbine are included. For clarity and brevity all source maps are
shown in two dimensions with lled contours. For denitions of parameters in the scan
plane and array coordinate system refer to Figure 2.2.
6.1 Small-Scale Array with Stationary Monopole Source
The following gures reveal the array's response to a single sinusoidal source oriented along
the z -axis of the array, using the conguration shown in Figure 5.1. Both theoretical and
measured responses are shown for comparison. Referring to Table 5.1, Cases 1, 3, 5, 6, 8,
and 10 are presented to demonstrate the eects of increasing frequency and source distance.
Source maps for additional cases can be found in Appendix D. For ease of comparison
between theoretical and measured results, all source maps in this section are normalized
by their maximum sound pressure levels and are therefore referenced to a maximum of 0
dB. A dynamic range of 9 dB is shown. All source maps are based on one-third octave
bands surrounding the specied frequency. Source maps for Cases 15 encompass one
square metre scan area with a grid spacing of 5 mm with the centre of the source map
being located on the array's z -axis. Source maps used in Cases 610 also locate the centre
of the scan plane along the z -axis and represent a scanning grid of 4 square metres with
a grid spacing of 10 mm. FFT computations are based on block lengths of 8192 samples










































Figure 6.1: Theoretical (left) and measured (right) SSA response for Case 1: 3 kHz









































Figure 6.2: Theoretical (left) and measured (right) SSA response for Case 3: 5 kHz










































Figure 6.3: Theoretical (left) and measured (right) SSA response for Case 5: 7 kHz













































Figure 6.4: Theoretical (left) and measured (right) SSA response for Case 6: 3 kHz














































Figure 6.5: Theoretical (left) and measured (right) SSA response for Case 8: 5 kHz













































Figure 6.6: Theoretical (left) and measured (right) SSA response for Case 10: 7 kHz
monopole source along z -axis at 385 mm, 88.6 dB peak
All source maps indicate that the array is able to locate the source within the precision
of the laser alignment technique. Qualitatively the beamwidth is noted to decrease with
increasing frequency. Figure 6.7 shows the -3 dB beamwidths obtained from the theoretical
and measured source maps from Cases 110. These beamwidths are shown as a function
of source frequency. Sidelobes are not present in any of the maps, indicating that at
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Figure 6.7: SSA beamwidth as a function of monopole source frequency  Theoretical at
164 mm  Measured at 164 mm MTheoretical at 385 mm N Measured at 385 mm
the distances tested, the array's signal-to-noise ratio is greater than 9 dB. At such close
distances, the acoustic environment does not seem to have signicant inuence on the
sound eld.
It is apparent that at closer distances and at higher frequencies the beamwidth de-
creases. The beamwidth is shown to be inversely proportional to source frequency as
expected. As mentioned, the beamwidth is an important parameter in determining the
functionality of the array since it dictates the array's spatial resolution. Based on the
results of the small-scale array tests, two 7 kHz sources at 164 mm would require at least
67 mm separation to be resolved as separate sources; otherwise, the two sources would
be represented a single, spread out mainlobe. Similarly, two 3 kHz sources at 385 mm
would require a minimum of 388 mm separation to be resolved. The intended application
of the small-scale array was to measure an aeroacoustic source such as an airfoil with a
chord length on the order of 50 mm in the small-scale wind tunnel with its 152.4 mm
test section. However, based on the beamwidths presented in the frequency range tested,
it would be dicult to precisely determine the location of multiple acoustic sources since
the beamwidth would be greater than the airfoil chord, making it dicult to distinguish
leading edge noise from trailing edge noise for instance. However, provided trailing edge
noise is the dominant mechanism in wind tunnel airfoil tests, as it has shown to be in
low turbulence conditions, the dierence in sound pressure levels between sources should
be great enough that the array should suce in locating emissions from the trailing edge.
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Furthermore, the primary value of the small-scale array is its ability to improve the signal-
to-noise ratio over measurements made with a single microphone. The small-scale array
was not successful in preliminary testing in the small closed-loop wind tunnel, due to the
high levels of self-noise due to the boundary layer as mentioned in Section 5.3.1. However
the performance of the array in the test cases above reveals its potential in aeroacoustic
applications, provided the test section of the closed-loop wind tunnel can be modied to
locate the microphone array outside of the ow.
6.2 Large-Scale Array with Stationary Monopole Source
Presented below are the large-scale array's theoretical and measured responses to a monopole
source along its z -axis as shown in Figure 5.2. Filled contour source maps normalized by
the maximum sound pressure level are presented for Cases 1115, 18, 23, and 28, detailed
in Table 5.2. These cases are selected to show the variation in array response with respect
to increasing frequency at constant distance, and increasing distance at constant frequency.
One-third octave bands are used. A dynamic range of 9 dB is shown. All source maps place
the centre of the scan plane along the z -axis and represent 4 square metres with a grid
spacing of 10 mm. Fast Fourier transform computations are based on 20 blocks containing














































Figure 6.8: Theoretical (left) and measured (right) LSA response for Case 11: 1 kHz














































Figure 6.9: Theoretical (left) and measured (right) LSA response for Case 12: 3 kHz















































Figure 6.10: Theoretical (left) and measured (right) LSA response for Case 13: 5 kHz
















































Figure 6.11: Theoretical (left) and measured (right) LSA response for Case 14: 7 kHz















































Figure 6.12: Theoretical (left) and measured (right) LSA response for Case 15: 9 kHz
















































Figure 6.13: Theoretical (left) and measured (right) LSA response for Case 18: 5 kHz















































Figure 6.14: Theoretical (left) and measured (right) LSA response for Case 23: 5 kHz














































Figure 6.15: Theoretical (left) and measured (right) LSA response for Case 28: 5 kHz
monopole source along z -axis at 2000 mm, 77.6 dB peak
In all cases the array is successful at spatially locating the single sound source at its
physical location within experimental error. Noting the directional spreading of mainlobes
and the presence of spurious sidelobes, it is apparent that the source maps become contam-
inated with reections from the hard surfaces in the measuring environment, particularly
at greater distances from the array, where the path from the source to the array allows
for increased opportunity for reection of an omnidirectional source such as a monopole.
Spurious sidelobes are present primarily in the 1000 mm and 2000 mm test cases, and
more prevalent at higher frequencies. Under the test conditions, the signal-to-noise ratio
of the array is at least 9 dB at a distance of 333 mm and decreases to a worst case 6 dB
at higher frequencies and greater distances when sidelobes become more prevalent. The
implication of the sidelobes is that a second physical source could only be correctly iden-
tied if its sound pressure level diered by less than the dierence between the mainlobe
peak and sidelobe levels. Due to the nite number of microphones used in the array it is
expected that the source maps will show sidelobes under certain conditions and nowhere
is this more evident than in Case 14, where the sidelobes present in the theoretical and
measured source maps appear at the same locations. However, Case 14 demonstrates the
array's performance in close proximity to a source where the environment has less inuence
on the acoustic eld measured by the array. This yields strong evidence that the sidelobes
present in other cases, particularly those at 1000 mm and 2000 mm are indeed heavily
inuenced by reections from various surfaces in the measurement environment and would
be suppressed to a great extent in a treated environment. The increased presence of side-
lobes in the measured source maps at higher frequencies such as 7 kHz and 9 kHz may also
indicate that the incoming sound eld is subject to diraction around the perimeter of the
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array as the wavelengths of the incoming sound source begin to match the distances from
the outer microphones to the array's outer edges. Diraction eects could be mitigated
by enlarging the array frame while maintaining the current microphone positions, or by
using the array as part of a larger planar surface, as it would be when ush-mounted in a
closed-loop wind tunnel.
While the large-scale array's performance may appear inferior to that of the small-scale
array based on visual impressions of the source maps, it is important to note that small-
scale array testing was performed over a narrower frequency range and within 385 mm of
the source where reections from various surfaces in the environment have less inuence on
the transmission of sound waves. Under similar conditions, such as Cases 12-14, the large-
scale array's source maps appear consistent with the theoretical maps and the beamwidths
recorded by the large-scale array under similar conditions are nearly an order of magnitude
smaller, indicating the large-scale array's resolution is far superior to that of the small-scale
array, making it a much more useful apparatus across a wide range of applications.
The theoretical and measured -3 dB beamwidths obtained from testing the large-scale
array in Cases 1130 are shown in Figure 6.16.






















Figure 6.16: LSA beamwidth as a function of monopole source frequency O Theoretical
at 333 mm H Measured at 333 mm  Theoretical at 500 mm  Measured at 500 mm M
Theoretical at 1000 mm N Measured at 1000 mm ♦ Theoretical at 2000 mm  Measured
at 2000 mm
Once again the beamwidth is noted to be inversely proportional to source frequency.
The greatest discrepancies in beamwidth are encountered at the lower tested frequencies.
The large-scale array oers considerable improvements over the small-scale array in terms
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of resolution as evidenced by the magnitude of beamwidths in the experimental results.
In wind tunnel testing, the array is intended to be placed within roughly 1000 mm of a
source. The beamwidths measured under such a condition would range from 398 mm at
1 kHz to 44 mm at 9 kHz. The array could therefore uniquely identify acoustic sources
emanating from multiple locations along an airfoil, provided the sound pressure levels of
the various sources were within the dynamic range between mainlobe and highest sidelobe.
Plotting the beamwidths as a function of source distance in Figure 6.17 reveals that
the beamwidths are proportional to source distance as expected.






















Figure 6.17: LSA beamwidth as a function of distance to monopole source ♦ Theoretical
at 1 kHz  Measured at 1 kHzM Theoretical at 3 kHz N Measured at 3 kHz  Theoretical
at 5 kHz  Measured at 5 kHz O Theoretical at 7 kHz H Measured at 7 kHz ◦ Theoretical
at 9 kHz • Measured at 9 kHz
6.2.1 Error in Monopole Source SSA and LSA source maps
The source maps reveal artifacts of the acoustic environment which would not likely be
present in measurements made in an acoustically treated facility. Therefore, comparisons of
measured responses to theoretical responses are likely to contain greater error than would
be encountered in measurements made in an anechoic chamber. However, the results shown
do represent the array's ability to measure and locate sound sources in a typical measuring
environment and provide examples of the types of artifacts expected to be encountered in
practice. The following section deals with error in the measured responses of the known
monopole sources by comparing the theoretical and measured source maps with respect to
the previously established metrics: -3 dB beamwidth and root mean square error for the
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entire source map.
In comparing experimental error in beamwidth for the small-scale array, shown in Figure
6.7, the error ranges from a minimum of 0.1%, at a distance of 164 mm and frequency of 4
kHz in Case 2, to a maximum of 7.8%, experienced at a distance of 385 mm and frequency of
6 kHz in Case 9. Beamwidths measured by the large-scale array show slightly greater error,
particularly at the further distances tested, where the inuence of the acoustic environment
has greater inuence, and also at lower frequencies. The error in beamwidth ranges from
0.6% at a distance of 500 mm and frequency of 9 kHz in Case 20 to 15.1% at a distance of
333 mm and frequency of 3 kHz in Case 12.
Root mean square error is used to quantify the error between the experimental and
theoretical source maps. The root mean square error is tabulated from the relative error
at each grid point in the experimental and theoretical source maps using Equation 2.32
and is shown in Table 6.1 and Table 6.2.
3 kHz 4 kHz 5 kHz 6 kHz 7 kHz
164 mm 3.0 0.80 2.1 0.92 0.66
385 mm 7.6 1.3 2.1 1.1 0.47
Table 6.1: Root mean square error (%) in small-scale array measured responses
1 kHz 3 kHz 5 kHz 7 kHz 9 kHz
333 mm 2.0 1.0 1.0 1.2 1.3
500 mm 2.7 1.3 1.1 1.3 1.1
1000 mm 6.3 1.9 2.0 2.3 2.3
2000 mm 6.8 5.1 3.7 3.4 4.0
Table 6.2: Root mean square error (%) in large-scale array measured responses
The root mean square error is apparently low because it represents the error averaged
over the entire source map. While relative error between measured and theoretical source
maps at a given spatial location can be as high as 100%, in the majority of source maps there
are large portions where there is no dierence in response, and consequently, these regions
have the eect of lowering the overall error. Locations of mainlobes and sidelobes have
much greater local error than the value calculated by the root mean square method. The
root mean square error is generally observed to increase with increasing source distance and
decreasing frequency. At greater distances or at lower frequencies the beamwidth is larger
and the mainlobe therefore occupies a greater portion of the source map. Source maps
with larger lobes lend themselves to higher root mean square error since the relative error
between measured and theoretical source maps tends to be greatest around the perimeter
of irregularly shaped lobes.
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6.3 Large-Scale Array with Stationary Buzzer Sources
Source maps for Cases 3133 using multiple piezo buzzer sources, as shown in Figure 5.3
and detailed in Table 5.3 are presented with the origin of the source map along the array's
z -axis. The source maps contain a scanning area of 4 square metres with a 10 mm grid
spacing. Computations are averaged over 20 blocks, each containing 8192 samples. Source
maps are presented with reconstructed amplitudes with a dynamic range of 9 dB. Figure
6.18 shows two 4.4 kHz buzzers, 280 mm apart, emitting simultaneously at a distance of























Figure 6.18: Case 31: Measured response to two 4.4 kHz buzzers with 280 mm separation
at 1000 mm
The source maps reveal two well-dened mainlobes. During the experiment, the buzzers
were matched within approximately 1 dB. This dierence in sound pressure levels between
the two mainlobes is consistent in the source map. The buzzers were located 280 mm
apart, within approximately ±5 mm. The scaled distance between mainlobes in the source
map is approximately 276 mm. Therefore the source map locates the two buzzers within

























Figure 6.19: Case 32: Measured response to two 4.4 kHz buzzers with 530 mm separation
at 1000 mm
The 4.4 kHz source sound pressure levels were again matched within 1 dB and this
dierence is adequately reconstructed in the source maps. The 530 mm distance between
buzzers is measured as a scaled distance of 528 mm in the source map, which is within the
expected margin of error. The source maps in Figure 6.20 shows the array's response to
two sources at dierent frequencies. One 2.9 kHz source and one 4.4 kHz source matched
within 1 dB and emitting simultaneously are represented by one-third octave band source















































Figure 6.20: Case 33: Measured response to simultaneous 2.9 kHz (left) and 4.4 kHz (right)
source with 53 cm separation at 1000 mm
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The sources were separated by a physical distance of 530 mm ±5 mm. Although
not shown, overlaying the two source maps allows the distance between mainlobes to be
measured. The distance between mainlobes in the source map is 527 mm, within the
expected margin of error. The beamwidth of the 2.9 kHz source is noticeably larger than
the beamwidth of the 4.4 kHz source as expected. The source maps verify the array's ability
to suppress acoustic contributions at frequencies other than the desired scan frequency.
The sidelobes present in each source map are expected, since they are consistent with the
sidelobes present in single source tests at similar frequencies at 1000 mm.
6.4 Large-Scale Array with Rotating Buzzer Source
The following discussion concerns the testing of a rotating buzzer source as shown in Figure
5.4. Beamforming was rst attempted on the rotating buzzer source in the time domain
using the renements for moving sources with the purpose of dedopplerizing the time sig-
nals. While the dedopplerizing algorithm was completed, the computational requirements
were beyond the capabilities of the available hardware for signals of reasonable length. It
was noted that while the Doppler eect would cause the source frequency to change with
respect to microphone position, even at high rotational rates the use of 1/3 octave bands
would capture the source signal throughout its shifted range. Conventional frequency do-
main beamforming was therefore applied. A time-averaged source map is shown in Figure
6.21, obtained from frequency domain beamforming over 2 seconds. The scan area encom-
passes four square metres, with 10 mm grid spacing. The source map is centred along the
array's z -axis. The black circle represents the trajectory taken by the buzzer during its
rotation.
The source map reveals considerable spreading of the mainlobe. The circular motion
of the buzzer is noted, with the greatest sound pressure levels encountered at the lower
portions of the circle. The axis of rotation was located approximately 230 mm above the
array centre, so the vertical oset in the buzzer trajectory is expected. It is also expected
that the source amplitudes would be greater at azimuthal positions near the bottom of the
arc, corresponding to a position with decreased average distance from the source to the
microphones in the array.
To minimize the eects of source motion and source map mainlobe spreading, beam-
forming in the frequency domain was applied to shorter block lengths. In Figure 6.22, an
example source map is overlaid on a still image of the rotating source captured over 0.033
seconds, to demonstrate the motion of the sound source in the source maps shown in this
section.
Ten sequential source maps for Case 34, discussed in Table 5.4, are shown in Figures
























Figure 6.21: Time-averaged source map for buzzer source rotating at 170 rpm





































Figure 6.23: Case 34: Measured response for 4.4 kHz buzzer rotating at 170 rpm at 1000
mm, t = 0 s (left), t = 0.033 s (right)
4400 Hz

































Figure 6.24: Case 34: Measured response for 4.4 kHz buzzer rotating at 170 rpm at 1000
mm, t = 0.067 s (left), t = 0.100 s (right)
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4400 Hz

































Figure 6.25: Case 34: Measured response for 4.4 kHz buzzer rotating at 170 rpm at 1000
mm, t = 0.133 s (left), 0.167 s (right)
4400 Hz

































Figure 6.26: Case 34: Measured response for 4.4 kHz buzzer rotating at 170 rpm at 1000
mm, t = 0.200 s (left), t=0.233 s (right)
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4400 Hz

































Figure 6.27: Case 34: Measured response for 4.4 kHz buzzer rotating at 170 rpm at 1000
mm, t = 0.267 s (left), 0.300 s (right)
It is apparent that the mainlobes in the source maps follow the spatial location of the
source over one revolution. Referring to Figure 6.22, the spreading of the mainlobe over the
0.033 second averaging period is consistent with the movement of the source in that length
of time. Since the centre of the rotor plane is above the centre of the array, the source
increases in amplitude in its lower positions, as the distance between the source and each
microphone decreases in these positions. The use of one-third octave bands adequately
captures the change in frequency due to the Doppler shift. However, dedopplerizing the
recorded time signals by accounting for the motion of the source would improve the ability
to accurately locate the source and minimize mainlobe spreading. Based on the spreading
of the mainlobes over the sampling period, it would be unfeasible to precisely locate noise
emissions, such as distinguishing leading edge and trailing edge noise. Incorporating a com-
putationally feasible algorithm capable of dedopplerizing the time signals is a worthwhile
endeavour to improve the value of the experimental results. Signicant improvements in
the mainlobe spreading and source map accuracy would be gained by accounting for the
motion of the source using the dedopplerization algorithm of Sijtsma [26].
6.5 Large-Scale Array Tests with Small Wind Turbine
Results and discussion of the acoustic tests of the 600 W turbine in the open-jet wind
tunnel are presented below. The acoustic spectra are investigated over the range of ow
speeds with comparisons to background levels. Source maps are presented for the 5.5 m/s
freestream wind speed test cases for a range of source frequencies. A discussion of their
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interpretation is provided. Finally, the probable generation mechanisms of aeroacoustic
emissions are discussed.
6.5.1 Acoustic Spectra
Narrowband acoustic spectra obtained from a single MEMS microphone located near the
centre of the large-scale array, during operation of the wind turbine in the open-jet facility
described in Section 5.3.5, are shown in Figures 6.28 to 6.31. Background levels with the
tunnel in operation and the turbine removed from the ow are included for comparison.

















Figure 6.28: Acoustic spectra from single microphone during 2.5 m/s wind tunnel tests
Background noise  Turbine in ow

















Figure 6.29: Acoustic spectra from single microphone during 3.5 m/s wind tunnel tests
Background noise  Turbine in ow
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Figure 6.30: Acoustic spectra from single microphone during 4.5 m/s wind tunnel tests
Background noise  Turbine in ow

















Figure 6.31: Acoustic spectra from single microphone during 5.5 m/s wind tunnel tests
Background noise  Turbine in ow
Figures 6.28 and 6.29 demonstrate that acoustic emissions produced by the turbine
blades at freestream speeds of 2.5 and 3.5 m/s are not sucient to overcome the background
noise levels due to mechanical noise from the wind tunnel fan and tunnel-related acoustic
emissions such as boundary layer noise at the test section outlet. It is evident from the
spectra in Figure 6.30 that the acoustic contributions from the turbine at a freestream
speed of 4.5 m/s, rotating at 550 rpm, are noticeably higher than background levels and
reveal an increase in sound pressure level between roughly 3 and 6 kHz, with the greatest
dierence in sound pressure level being roughly 5 dB higher around 4 kHz. Similarly Figure
6.31 demonstrates that increasing the freestream speed to 5.5 m/s causes a signicant
increase in aeroacoustic emissions from the turbine rotating at 640 rpm. The acoustic
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emissions from the turbine are considerable between roughly 3 kHz and 10 kHz, with the
greatest dierence noted as 10 to 12 dB between 4.5 and 6.5 kHz. The Doppler eect is
undoubtedly contributing to the spreading of the peaks over a wide frequency due to the
perceived change in frequency at each microphone due to the motion of the sound source
emitted by the rotating turbine.
6.5.2 Time-Averaged Source Maps
Time-averaged source maps for the 5.5 m/s tests are shown in Figures 6.33 to 6.37 for
one-third octave bands centred at 3 kHz, 4 kHz, 5 kHz, 6 kHz, and 7 kHz. The source
maps contain a 4 square metre scanning area surrounding the turbine rotor plane, centred
on the turbine hub, with 10 mm grid spacing. Frequency domain computations are based
on 20 blocks of 8192 samples. Sound pressure levels are provided over a range of 9 dB. The
black circles in Figures 6.33 to 6.37 represent the trajectory travelled by the blade tips as
illustrated in Figure 6.32.
Figure 6.32: Representation of blade tip trajectory in wind turbine source maps
The eects of the shear layer between the freestream ow at the source and quiescent
air at the array, and the convection of sound due to the freestream ow have not been
included in the analysis of the microphone signals but are considered minor sources of error
due to the low ow speeds and relatively short transmission distances. Based on the results
obtained in tests of a rotating buzzer source, it is evident that using smaller sampling times
in conventional frequency domain beamforming does not allow for precise localization of
a rotating sound source, since the movement of the source over any reasonable sampling
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length is too great to precisely capture in space. This is particularly true for the turbine
blades which at 640 rpm are rotating approximately nearly four times as frequently as the
buzzer source tested previously. For this reason, only time-averaged source maps collected






















Figure 6.33: Time-averaged 3 kHz source map for counter-clockwise rotating wind turbine
with 5.5 m/s freestream speed
4000 Hz
x (mm)



















Figure 6.34: Time-averaged 4 kHz source map for counter-clockwise rotating wind turbine























Figure 6.35: Time-averaged 5 kHz source map for counter-clockwise rotating wind turbine
with 5.5 m/s freestream speed
6000 Hz
x (mm)



















Figure 6.36: Time-averaged 6 kHz source map for counter-clockwise rotating wind turbine























Figure 6.37: Time-averaged 7 kHz source map for counter-clockwise rotating wind turbine
with 5.5 m/s freestream speed
Analyzing the time-averaged source maps reveals a wealth of information regarding
the acoustic emissions of the 600 watt turbine. The sound pressure levels in the source
maps represent time-averaged amplitudes and the mainlobes are spatially extended over
the source maps because the turbine completed roughly 17.5 revolutions in the 1.64 second
sampling time. The mainlobes are located in the lower left quadrant in all source maps.
Mechanical noise is apparently not an issue and is not detected in the dynamic range
presented, likely due to the minimal number of mechanical parts in the turbine's nacelle.
Noting the direction of blade rotation in Figures 6.33 to 6.37, it is evident that the sound
pressure levels measured below the turbine are at their highest as the blades travel down-
ward toward the array. Comparing the left and right sides of the source maps reveals that
the sound radiated downward from the blades during the downward rotation is at least 7
dB higher than the sound radiated downward by the blades during upward rotation. Thus,
to an observer below the turbine, at the centre of the array, the maximum sound pressure
levels are encountered three times per revolution, each time a downward travelling blade
reaches an azimuth of roughly 120◦ to 130◦. Since the tests were performed in an open-jet
wind tunnel facility, a velocity gradient across the turbine rotor was not present, so the
ow conditions at any position in the rotor should be virtually identical. Consequently, the
emissions should be independent of blade azimuth and the asymmetry in the rotor plane
noted in the source maps must be the result of factors other than ow.
Based on the analysis of similar time-averaged source maps from previous experiments
of scale-model and full-scale turbines, the observed pattern of mainlobes in the source maps
can be explained by dipole directivity and convective amplication [3, 41]. Applying the
directivity function described in Equation 2.34 to this specic test setup, with a stationary
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observer located at the centre of the array, yields a predicted source directivity pattern
which is consistent with the experimentally obtained source maps. Figure 6.38 shows the
expected directivity eects as a result of blade azimuth measured counterclockwise, in
which 0◦ is referenced to an upward vertical position.





















Figure 6.38: Eects of dipole directivity and convective amplication from one blade over
one revolution
Dipole directivity has the greatest inuence on the sound pressure levels over the range
of azimuth angles, while convective amplication is most prevalent at an azimuth of roughly
120◦. The location of the maximum due to convective amplication corresponds to the an-
gular position at which the blade's linear velocity vector due to rotational motion is aligned
with the source-observer line. Thus the sound emissions are momentarily directed at the
array before being transmitted more eciently to other locations due to the rotational
motion of the blade. The eects of dipole directivity arise from the variation in radiation
eciency from a dipole source as the angle from the centre of the dipole source to the
observer is changed as the blades rotate. Interpreting the eects of the high frequency
directivity model as angular sectors of a circle, shown in Figure 6.39, reveals a relative
sound pressure level pattern which matches the location of the mainlobes in the experi-
mental source maps. An estimate of the radial location of sound emissions from the rotor
is not included in this model so a portion of a sector at an inner radius will have the same
apparent intensity as an outer radial position. An azimuth of approximately 128◦ is noted
as being the expected location of the mainlobe from the rotating turbine according to the
dipole directivity and convective amplication model. The theoretical dierence between
the maximum and minimum sound pressure level predicted by the directivity function in
Equation 2.34 is approximately 23 dB, so it is not surprising that sound emissions are not







Figure 6.39: Expected relative sound pressure levels as a function of blade azimuth
Replacing the sin2 (θ/2) term by sin2θ in Equation 2.34 to account for low frequency
radiation for acoustic wavelengths approximately equal to the length of the blade chord,
as mentioned in Section 2.4.2, leads to a maximum directivity function at 195◦, which does
not accurately represent the experimental results. Therefore the high frequency directivity
function appears valid even for acoustic wavelengths greater than the blade tip chord.
However, the spreading of the mainlobe in Figure 6.33, the 3 kHz source map, does reveal
two mainlobes: one consistent with the position noted in the other source maps and one at
roughly 175◦, approaching the 195◦ maximum predicted by the low frequency directivity
function. The second mainlobe may arise from a change in the dipole directivity as the
acoustic wavelength at 3 kHz is greater than the chord. The low frequency directivity
function does not predict two local maxima in sound pressure level over the rotation of a
blade. Since the predicted maximum due to convective amplication for this case is still
located at 120◦, it is possible that the rst mainlobe arises from the eects of convective
amplication and the second mainlobe is due to the change in dipole directivity and the
combination of the two eects is not adequately captured in the proposed low frequency
model for this particular conguration. Sound reections from the turbine stand may also
explain the mainlobe at the 175◦ azimuth as the increased presence of sidelobes in this
source map would suggest.
6.5.3 Assessment of Noise Generation Mechanisms
The main location of emissions is noted to be at the outer portion of the turbine rotor,
consistent with the ndings of previous wind tunnel and eld tests [3, 40, 41]. The radial
location of the mainlobe in the source maps moves from approximately 77% of the rotor
diameter at 3 kHz to 87% of the rotor diameter at 7 kHz. The peak radial location
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encountered between 5 and 7 kHz is approximately 5 to 8% more radially inward than
in similar tests in that frequency range [3, 40, 41], which may be the result of dierences
in turbine blade geometry. The source maps alone do not provide sucient information
to determine the mechanisms of sound generation. Noting the similarity in the results
with previous ndings, it stands to reason that the mechanism of sound production can
be compared with previous literature. In order to determine the likely sound production
mechanism with the available data, it is necessary to consider the likelihood of all potential
noise generation sources based on operating conditions and previous ndings. The following
noise sources are examined: tip noise, separation stall and deep stall, leading edge noise
due to and in-ow turbulence, blunt trailing edge noise, laminar boundary layer vortex
shedding, and turbulent boundary layer trailing edge noise.
Considering tip vortex noise, the mainlobes are located close to but not at the tip of
the rotor, indicating that tip noise is not a dominant sound generation mechanism for this
turbine. Furthermore, the location of the source is more radially inward than in the eld
tests of Oerlemans et al. where tip noise was dismissed as a signicant contributor of sound
emissions [3].
In regards to separation stall noise, it is unlikely that the blade is stalled at loca-
tions near the tip under these operating conditions since the turbine was freewheeling,
or operating without generator load, and therefore able to rotate at a greater rate than
intended. The increase in rotational rate increases the tangential velocity experienced by
the blade, while maintaining a relatively low and constant freestream speed of 5.5 m/s,
thereby decreasing the angle of attack. Furthermore, Cho et al. [40] found that operating
in stalled conditions signicantly increased the turbine emissions at low frequencies. In
their experiments, considerable increases were noted at frequencies below 2 kHz, and the
location of emissions at other frequencies moved radially inward [40]. Comparing the 5.5
m/s spectra to lower speeds and to background noise shows no indication of an increase
in sound pressure levels at low frequencies. Separation-stall is therefore not considered a
signicant source of sound production in these tests. Deep stall can be ruled out by the
same reasoning.
Based on the source maps alone, it is not possible to distinguish between leading edge
and trailing edge noise sources. Leading edge noise could be present as a contributing noise
source, arising from in-ow turbulence interacting with the leading edge of the turbine
airfoils. To assess the likelihood of leading edge noise, the high frequency dipole directivity
function can be considered, realizing that the dipole directivity dependence will be inverted,
as discussed in Section 2.4.2. Based on the inverted directivity dependence, the maximum
sound pressure level is expected to occur at an azimuth of approximately 234◦, which is
clearly not observed in the experimental source maps. Based on this analysis it is suggested
that leading edge noise is not a concern for this turbine under these operating conditions.
Blunt trailing edge noise becomes an issue when the trailing edge thickness is 20%
greater than boundary layer displacement thickness. Because the airfoil geometries for
102
this turbine are unknown and the twist and chord vary along the length, estimates or
measurements of the boundary layer thickness cannot be easily obtained from literature or
testing. However, since the blades have a very thin trailing edge, blunt trailing edge vortex
shedding is not likely the cause.
The Reynolds number in the 5.5 m/s in the test cases presented here ranges from roughly
50 000 at the root of the blade to 130 000 near the tip. In this regime, laminar boundary
layer vortex shedding is commonly expected. For a static two-dimensional airfoil, vortex
shedding appears in a spectrum as a peak with a certain bandwidth. The spectral results
shown in Figures 6.30 and 6.31 indicate a fairly narrow range of frequencies at which the
turbine produces audible noise. The shape of the spectral peaks is consistent with other
experiments concerning laminar boundary layer vortex shedding from airfoils [49,50]. While
noise arising from vortex shedding is expected to appear as a sharp peak in a spectrum,
the apparent width of the rounded spectral peaks in Figures 6.30 and 6.31 could arise from
a number of factors: varying velocities, chord lengths, and angles of attack along the blade
which would contribute to vortex shedding across a wide range of frequencies; shifting of
the peak frequencies due to the Doppler eect; and incoherence of the vortex street. Based
on the ow regime and spectral results, it is likely that laminar boundary layer vortex
shedding is the primary mechanism of generation. Turbulent boundary layer trailing edge
noise is a broadband noise source identied as a prominent contributor to noise emissions
from commercial turbines, with operating Reynolds numbers greater than one million. It
is also possible that turbulent boundary layer trailing edge noise is a contributing factor
to the experimentally measured noise emissions to some extent, resulting in a broadening
of the spectral peaks. It is likely that along portions of the blade, the ow transitioned to
turbulence prior to the trailing edge due to the increase in Reynolds number near the tip
or due to turbulence present in the jet of air emitted from the wind tunnel.
Assuming trailing edge noise to be the primary mechanism of acoustic emissions, the
location of the mainlobe is expected to move radially outward with increasing frequency.
For laminar boundary layer vortex shedding, the shedding frequency is proportional to
velocity and inversely proportional to chord length and for turbulent boundary layer trailing
edge noise, the frequency of emissions is proportional to the boundary layer thickness. By
design, the blade chord decreases at greater radial positions and the relative ow speed over
the airfoil increases, so the laminar boundary layer shedding frequency should increase at
greater radial positions. Furthermore, emissions resulting from turbulent boundary layer
trailing edge noise would be expected to move radially outward due to the decrease in
boundary layer thickness accompanying the decreasing chord and increasing velocity of
the turbine blade. Based on the above observations, it is suggested that trailing edge noise
is the dominant sound generation mechanism for the 600 watt turbine under the conditions
tested. While it was not tested, it would be expected that the sound levels produced from





Aeroacoustic emissions were identied as a notable concern for wind turbines. Based on
a review of literature, microphone arrays were selected as a research technique for the
investigation and localization of aeroacoustic sources. A systematic search of low-cost mi-
crophones was undertaken, with microelectromechanical microphones ultimately selected
based on their cost, specications, electrical simplicity, and prior use in a limited number
of microphone arrays. A small-scale array with dimensions 152.4 mm by 203.2 mm, us-
ing bottom-ported Knowles Acoustics SPM0408LE5H microphones, was designed for use
in a small, non-anechoic, closed-loop wind tunnel to improve the signal-to-noise ratio of
aeroacoustic measurements of wind turbine airfoils. A large-scale array with dimensions
roughly 1 m by 1 m, using top-ported Knowles Acoustics SPM0408HE5H microphones was
designed as a portable measurement apparatus capable of locating noise sources from small
rotating wind turbines in conjunction with open-jet wind tunnels or eld measurements.
Printed circuit boards for microphone connections and array structure were designed, sent
out for production, and populated in-house using a custom reow oven. A large mounting
frame was constructed for the large-scale array and connectors were assembled. Beam-
forming algorithms were implemented to allow simulation of sound sources and conditions
expected to be encountered in testing.
Calibration of the microphones presented various challenges and ultimately, a plane
wave tube calibration method was implemented over a relatively narrow frequency range.
A combination of simultaneous and substitution methods were used to characterize the
microphones in terms of amplitude response, frequency response, and 1 kHz sensitivity.
Microphone phase was also tested on the completed arrays in response to a known source
at a known position.
A number of experiments were devised to validate array performance and applicability
to a rotating wind turbine. The testing of both small-scale and large-scale arrays was
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performed using a known monopole source at a number of frequencies and distances. The
mainlobe locations in the source maps were within the margin of error of the physical
positioning of the sound source. Experimental beamwidths showed the expected behaviour
with increasing distance and frequencies. Beamwidth measurements were compared for
experimental and theoretical responses to a monopole source and were found to range
from 0.1% to 7.8% for the small-scale array and 0.6% to 15.1% for the large-scale array.
Spurious sidelobes were present, particularly at distances greater than 1 m and at higher
frequencies. Relative error between experimental results and theoretical predictions was
tabulated as root mean square error over the source map and found to range from 0.47%
to 7.5% for the small-scale array and 1.0% to 6.8% for the large-scale array. The error was
largely attributed to reections in the non-anechoic measuring environment and diraction
of sound waves around the array edges at higher frequencies. Preliminary tests of the small-
scale array in the small, closed-loop wind tunnel revealed its high susceptibility to boundary
layer noise.
Testing the large-scale array in response to multiple sources revealed that the distance
between mainlobes in the source map was well within the margin of error in positioning
the sound sources for two separation distances. Similarly, multiple sources at dierent
frequencies were resolved independently, verifying the array's ability to suppress frequencies
other than those of interest. Dedopplerization algorithms were unsuccessfully implemented
due to hardware limitations. A rotating sound source was located spatially and tracked
over one full revolution using conventional beamforming over 0.033 second lengths of time.
Source maps demonstrated considerable mainlobe spreading which made source localization
ineective.
Experimental results from the acoustic testing of a 1.3 metre rotor diameter, 600 watt
turbine in an open-jet wind tunnel indicated strong evidence of trailing edge noise at
freestream speeds of 4.5 m/s and 5.5 m/s. Speeds of 2.5 m/s and 3.5 m/s were insucient
to produce acoustic emissions able to overcome the background noise levels. Acoustic
spectra from the 4.5 m/s tests indicated acoustic contributions in a frequency range from
approximately 3 to 6 kHz with a maximum increase of approximately 5 dB at 4 kHz.
Spectral results from the 5.5 m/s tests revealed acoustic emissions from the turbine from
approximately 3 to 10 kHz with the greatest increase over background levels being 10 to
12 dB higher between 4.5 and 6.5 kHz. Source maps for the 5.5 m/s tests reveal that the
turbine's aeroacoustic emissions are most prevalent at the outer portions of the radius, but
not necessarily at the tip. The azimuthal location of the greatest sound pressure levels
was found to be roughly 120◦ to 130◦, measured from the upward vertical, for most test
conditions. An analytical model based on dipole directivity and convective amplication
conrmed this sector to be the approximate expected azimuthal location of the source in
the time-averaged source maps.
105
7.2 Recommendations
Having demonstrated the capabilities of both arrays in response to known sound sources,
and having shown the large scale array's ability to localize aeroacoustic sources from a
rotating wind turbine, it is evident that the measurement equipment can be readily applied
in numerous applications. It would be a worthwhile study to determine the eect of tripping
the boundary layer of the 600 W turbine. This could be accomplished by applying various
treatments to the leading edge of the blade, including a commercial leading edge tape
product or similar grit strip. The large-scale array in particular can be incorporated into
numerous experimental applications. An obvious extension of this work is to investigate
the sound production mechanisms from small-scale wind turbines operating in the eld.
Since the large-scale array is likely too small to be of value in acoustic tests of a full-
scale wind turbine, an array on the order of tens of metres would be required. Another
suitable application for the large-scale array is to identify and distinguish trailing edge
noise mechanisms in two-dimensional airfoil tests in the open-jet wind tunnel.
However, prior to further investigations, there a number of advancements which could be
made to the beamforming processing software. Simplications in the processing of results
have left signicant room for improvement, such as incorporating into the beamforming
analysis the discrepancies in sound transmission due to the shear layer in the open-jet
wind tunnel facility, the inuence of convection of sound due to ow, and the eect of
dedopplerizing the pressure signals.
The diculties encountered in calibration present the requirement for an anechoic cham-
ber for precise calibration of microphones. In order to obtain frequency response and phase
calibrations over a wide range, access to an anechoic chamber would be necessary. The
change in frequency response due to the addition of an acoustic resistance is worthy of
future consideration, as the deviations in measured and expected frequency response may
be reduced by covering the microphone ports with an acoustic vent.
The small-scale array shows promise in its ability to localize sources but is currently
limited in its wind tunnel applicability due to amplier saturation from high levels of back-
ground noise in a ush-mounted conguration. Two methods of increasing array perfor-
mance in the small wind tunnel would be to attempt to recess the small-scale array behind
an acoustically permeable wall and to reduce the gain of the microphone preampliers to
increase the available headroom.
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This VI takes a 1D array of data points (in this case, six points) and reorganizes it into a cluster of six data points, which are then
passed to a waveform chart, where they are plotted as six individual series versus time (or the psuedo "real time" that LabVIEW
allows). The current "real time" is displayed on the chart. A file dialog prompts the user for the name of a file to store the data into.
Temp control.vi file:///F:/Thesis Files/Schematics - Drawings - Photos/Temp Control L...
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Convert from Dynamic Data3
Convert from Dynamic Data
Converts the dynamic data type to numeric, Boolean, waveform, and array data types for use with other VIs and functions.
DAQ Assistant2
DAQ Assistant
Creates, edits, and runs tasks using NI-DAQmx. Refer to the DAQ Quick Start Guide for information on devices supported by
NI-DAQmx.
When you place this Express VI on the block diagram, the DAQ Assistant launches to create a new task. After you create a
task, you can double-click the DAQ Assistant Express VI in order to edit that task. For continuous measurement or generation,
place a loop around the DAQ Assistant Express VI.
For continuous single-point input or output, the DAQ Assistant Express VI might not provide satisfactory performance. Refer
to examples\DAQmx\Analog In\Measure Voltage.llb\Cont Acq&Graph Voltage-Single Point Optimization.vi for techniques to
create higher-performance, single-point I/O applications.
Convert from Dynamic Data2
Convert from Dynamic Data
Converts the dynamic data type to numeric, Boolean, waveform, and array data types for use with other VIs and functions.
Temp control.vi file:///F:/Thesis Files/Schematics - Drawings - Photos/Temp Control L...




Presented below are the microphone coordinates referenced to the array centre for both
microphone arrays. A list of microphone sensitivities for both arrays and a connection
guide for the data acquisition system are also included.
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B.1 Microphone Array Coordinates
Table B.1: Small-scale array coordinates




























Table B.2: Large-scale array coordinates

































Table B.3: Small-scale and large-scale array microphone sensitivities at 1 kHz
































B.3 Data Acquisition System Connection Lists
Table B.4: NI 9178 cDAQ [75] and NI 9237 [74] module connection list (NC = No connec-
tion)
Module Channel SSA Microphone number LSA Microphone number






































Write To Measurement File
Write To Measurement File
Writes data to a text-based measurement file (.lvm) or binary measurement file (.tdm).
--------------------
30 Mic VI.vi file:///F:/Thesis Files/Schematics - Drawings - Photos/30 mic VI image...




Source maps from test cases 2, 4, 7, 9, 16, 17, 1922, 2427, and 2930, which were not
presented in Chapter 6 are included below. Details regarding processing can be found
within each section.
D.1 Small-Scale Array with Stationary Monopole Source
All plots in this section are normalized by their maximum sound pressure levels, with the
centre of the source map on the array's z -axis. A dynamic range of 9 dB is shown. Source
maps for Cases 2 and 4 enclose one square metre scan area with a grid spacing of 5 mm.
Source maps in Cases 7 and 9 represent 4 square metres with a grid spacing of 10 mm.












































Figure D.1: Theoretical and measured SSA response for Case 2: 4 kHz monopole source









































Figure D.2: Theoretical and measured SSA response for Case 4: 6 kHz monopole source














































Figure D.3: Theoretical and measured SSA response for Case 7: 4 kHz monopole source













































Figure D.4: Theoretical and measured SSA response for Case 9: 6 kHz monopole source
along z -axis at 385 mm, 77.7 dB peak
D.2 Large-Scale Array with Stationary Monopole Source
Additional source maps containing the large-scale array's theoretical and measured re-
sponses to a monopole source along its z -axis are presented below. Source maps normal-
127
ized by the maximum sound pressure level are presented for Cases 16, 17, 1922, 2427,
and 2930. A dynamic range of 9 dB is shown. All source maps present 4 square metres
with a grid spacing of 10 mm, with the centre of the scan plane along the array's z -axis.
















































Figure D.5: Theoretical and measured LSA response for Case 16: 1 kHz monopole source















































Figure D.6: Theoretical and measured LSA response for Case 17: 3 kHz monopole source
















































Figure D.7: Theoretical and measured LSA response for Case 19: 7 kHz monopole source















































Figure D.8: Theoretical and measured LSA response for Case 20: 9 kHz monopole source
















































Figure D.9: Theoretical and measured LSA response for Case 21: 1 kHz monopole source















































Figure D.10: Theoretical and measured LSA response for Case 22: 3 kHz monopole source
















































Figure D.11: Theoretical and measured LSA response for Case 24: 7 kHz monopole source















































Figure D.12: Theoretical and measured LSA response for Case 25: 9 kHz monopole source














































Figure D.13: Theoretical and measured LSA response for Case 26: 1 kHz monopole source













































Figure D.14: Theoretical and measured LSA response for Case 27: 3 kHz monopole source














































Figure D.15: Theoretical and measured LSA response for Case 29: 7 kHz monopole source













































Figure D.16: Theoretical and measured LSA response for Case 30: 9 kHz monopole source
along z -axis at 2000 mm, 78.0 dB peak
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